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TRON ELECTRONIC DEVICES s.r.o., founded in 1997, 
was originally established as a distributor of electronic 
components with main focus on LEDs and over time 
extended its services to production of LED modules for 
general lighting, LED profi les, LED control gear and other 
LED related products, R&D and LED products testing 
services. The company possesses two full automatic SMT 
assembly lines with capacity over 60.000 components per 
hour. At present there are 42 employees in the company.

Growth and present success of the company is based 
on the expertise of team of engineers and salesmen, 

continuously expanding possibilities of high-quality and 
fl exible manufacturing, and sophisticated logistics. Having 
wide assortment of own products and at the same time 
offering tailored production, Tron can satisfy all sorts 
of customers‘ requests.

The entire R&D process from design through drawing, 
prototyping and testing to serial production (low 
or high volume) takes place in the modern premises of the 
company. The building was designed to refl ect the need 
to effectively process orders in the shortest time possible 
with no negative effect on the quality.

TRON ELECTRONIC 
COMPONENTS s.r.o. 

is founded 
as a wholesaler 

of electronic components
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of CREE, market 

leader in high power 
LED technologies

 TRON extends its service 
by adding manual and 
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TRON secures 
cooperation with 

Mean Well, Taiwanese 
producer of switching 

power supplies
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Tron is in possesion of up-to-date testing laboratory and 
offers wide range of measurements from single LED 
to complex LED lighting systems incorporating DALI, DMX 
and others.

TRON ELECTRONIC COMPONENTS s.r.o. is a distributor 
of key manufacturers of LED lighting.

CREE - important manufacturer of high power LEDs
Mean Well - manufacturer of popular and high-quality 
switching power supplies 
LEDIL and CARCLO - manufacturers of LED optics
ACC Silicones - specialist in silicon materials for the use 
in the area of LED and much more

Orders on stock items are dispatched within 24 hours.

TRON‘s market success 
with Mean Well switching 

power supplies for LED 
applications leads to the 
extension of distribution 
rights to the entire range 
of Mean Well products

TRON is integrated 
into the prestigious 

CREE Solution 
Provider Program

TRON participates in 
the prestigious Light 

Fair International Expo 
in Las Vegas, USA 

and establishes new 
contacts with world 

leading LED components 
manufacturers

TRON moves into 
new modern offi  ce in 
Řečkovice. Production 

and warehouse 
capacities are expanded

TRON opens new 
laboratory for light 
fi xture goniometric 

measurements
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LED RIBBONS
Always with the best 
parameters



LED RIBBONS - CONSTANT VOLTAGE

60 OPTIMUM

• Basic LED ribbon with 60 LEDs (3528 OPTIMUM) per meter

• Developed as low-cost product while keeping necessary technical 
parameters

• Ideal for short-term applications (e.g. booths, etc.)

• Lifetime L70 (30% lumen depreciation) - 25.000 hours of operation at Tc

• Warranty 2 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** Luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 4.8 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 40 °C

LED TYPE 3528 OPTIMUM

MAX. LENGTH* 4 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00202061 LED RIBBON 60/W Optimum cool white IP20 87 lm/W 420 lm/m

on request LED RIBBON 60/NW Optimum neutral white IP20 87 lm/W 420 lm/m

00202062 LED RIBBON 60/WW Optimum warm white IP20  83 lm/W 400 lm/m

00202520 LED RIBBON 60/W IP64 Optimum cool white IP64 76 lm/W 365 lm/m

00202521 LED RIBBON 60/WW IP64 Optimum warm white IP64 73 lm/W 350 lm/m

on request LED RIBBON 60/NW IP64 Optimum neutral white IP64 76 lm/W 365 lm/m

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 2.50 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 3.00 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 4.15 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 5.80 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 8.30 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 10.00 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 16.65 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 16.65 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 21.65 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 25.00 m

...............

50
8 (10) 2.5

16
.6

6

. .. . 

*δ 20 = 80 sections (1 section = 50 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.
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LED RIBBONS - CONSTANT VOLTAGE

60 PROFI

• Premium LED ribbon with 60 LEDs (3528 PROFI) per meter

• Developed as high-standard product

• CRI>80 guarantees natural light (CRI>90 on request)

• Ideal for long-term applications with the demand on low luminous fl ux

• Lifetime L70 (30% lumen depreciation) - 50.000 hours of operation at Tc

• Warranty 3 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** Luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

*δ 20 = 80 sections (1 section = 50 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 4.8 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 40 °C

LED TYPE 3528 PROFI

MAX. LENGTH* 4 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00202030 LED RIBBON 60/W Profi cool white IP20 115 lm/W 550 lm/m

00202319 LED RIBBON 60/NW Profi neutral white IP20 115 lm/W 550 lm/m

00202033 LED RIBBON 60/WW Profi warm white IP20 105 lm/W 500 lm/m

00202036 LED RIBBON 60/W IP64 Profi cool white IP64 100 lm/W 480 lm/m

00202037 LED RIBBON 60/WW IP64 Profi warm white IP64 94 lm/W 450 lm/m

on request LED RIBBON 60/NW IP64 Profi neutral white IP64 100 lm/W 480 lm/m

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 2.50 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 3.00 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 4.15 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 5.80 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 8.30 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 10.00 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 16.65 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 16.65 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 21.65 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 25.00 m

50
8 (10) 2.5

16
.6

6

.. .. . ...............
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LED RIBBONS - CONSTANT VOLTAGE

60 3CIP OPTIMUM

• Basic LED ribbon with 60 LEDs (5060 OPTIMUM) per meter

• Developed as low-cost product with high luminous fl ux

• Ideal for short-term applications with the demand on high luminous fl ux

• Lifetime L70 (30% lumen depreciation) - 25.000 hours of operation at Tc

• Warranty 2 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** Luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 14.4 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 40 °C

LED TYPE 5060 OPTIMUM

MAX. LENGTH* 2,75 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00201672 LED RIBBON 60/W 3CIP Optimum cool white IP20 80 lm/W 1140 lm/m

00201673 LED RIBBON 60/WW 3CIP Optimum warm white IP20 77 lm/W 1110 lm/m

on request LED RIBBON 60/NW 3CIP Optimum neutral white IP20 80 lm/W 1140 lm/m

00202519 LED RIBBON 60/W 3CIP IP64 Optimum cool white IP64 69 lm/W 1000 lm/m

00202518 LED RIBBON 60/WW 3CIP IP64 Optimum warm white IP64 68 lm/W 980 lm/m

on request LED RIBBON 60/NW 3CIP IP64 Optimum neutral white IP64 69 lm/W 1000 lm/m

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 0.85 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 1.00 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 1.40 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 1.95 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 2.80 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 3.35 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 5.60 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 5.60 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 7.25 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 8.35 m

50
12 3.2

16
.6

6

. . . . . 

*δ 20 = 55 sections (1 section = 50 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.
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LED RIBBONS - CONSTANT VOLTAGE

60 3CIP PROFI

• Premium LED ribbon with 60 LEDs (5060 PROFI) per meter

• Developed as high-standard product with high fl ux rate with mere 60 LEDs 
per meter

• CRI>80 guarantees natural light (CRI>90 on request)

• Ideal for interior illumination in Al profi les

• Lifetime L70 (30% lumen depreciation) - 50.000 hours of operation at Tc

• Warranty 3 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** Luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 14.4 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 40 °C

LED TYPE 5060 PROFI 

MAX. LENGTH* 2,9 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00202043 LED RIBBON 60/W 3CIP Profi cool white IP20 94 lm/W 1350 lm/m

00202320 LED RIBBON 60/NW 3CIP Profi neutral white IP20 94 lm/W 1350 lm/m

00202044 LED RIBBON 60/WW 3CIP Profi warm white IP20 87 lm/W 1250 lm/m

00202038 LED RIBBON 60/W 3CIP IP64 Profi cool white IP64 84 lm/W 1200 lm/m

00202039 LED RIBBON 60/WW 3CIP IP64 Profi warm white IP64 77 lm/W 1100 lm/m

on request LED RIBBON 60/NW 3CIP IP64 Profi neutral white IP64 84 lm/W 1200 lm/m

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 0.85 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 1.00 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 1.40 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 1.95 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 2.80 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 3.35 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 5.60 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 5.60 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 7.25 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 8.35 m

50
12 3.2

16
.6

6

. . . .. . 

*δ 20 = 58 sections (1 section = 50 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.
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LED RIBBONS - CONSTANT VOLTAGE

120 OPTIMUM

• Basic LED ribbon with 120 LEDs (3528 OPTIMUM) per meter

• Developed as low-cost product with moderate level of homogeneity of light

• Ideal for short-term applications (e.g. booths, etc.)

• Lifetime L70 (30% lumen depreciation) - 25.000 hours of operation at Tc

• Warranty 2 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** Luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 9.6 W/m

NO. OF LEDS 120 LEDs/m

MAX TC 40 °C

LED TYPE 3528 OPTIMUM

MAX. LENGTH* 3 m

PACKING 2,5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00201670 LED RIBBON 120/W Optimum cool white IP20 83 lm/W 800 lm/m

00201671 LED RIBBON 120/WW Optimum warm white IP20 79 lm/W 760 lm/m

on request LED RIBBON 120/NW Optimum neutral white IP20 83 lm/W 800 lm/m

00202522 LED RIBBON 120/W IP64 Optimum cool white IP64 72 lm/W 700 lm/m

00202523 LED RIBBON 120/WW IP64 Optimum warm white IP64 70 lm/W 680 lm/m

on request LED RIBBON 120/NW IP64 Optimum neutral white IP64 72 lm/W 700 lm/m

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 1.25 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 1.50 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 2.10 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 2.95 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 4.20 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 5.00 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 8.35 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 8.35 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 10.85 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 12.50 m

    ...... ...... .... ...... ... .... . ... ... . . . . . . . . . . . . . . . . . . 

25
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*δ 20 = 120 sections (1 section = 25 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.
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LED RIBBONS - CONSTANT VOLTAGE

120 PROFI
• Premium LED ribbon with 120 LEDs (3528 PROFI) per meter

• Developed as high-standard product with increased demands on the level 
of homogeneity of light

• CRI>80 guarantees natural light (CRI>90 on request)

• Ideal for long-term applications with the demand on moderate luminous 
fl ux rate at Tc

• Lifetime L70 (30% lumen depreciation) - 50.000 hours of operation at Tc

• Warranty 3 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** Luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

*δ 20 = 106 sections (1 section = 25 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 9.6 W/m

NO. OF LEDS 120 LEDs/m

MAX TC 40 °C

LED TYPE 3528 PROFI

MAX. LENGTH* 2,65 m

PACKING 2,5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00202040 LED RIBBON 120/W Profi cool white IP20 115 lm/W 1100 lm/m

00202445 LED RIBBON 120/NW Profi neutral white IP20 115 lm/W 1100 lm/m

00202041 LED RIBBON 120/WW Profi warm white IP20 105 lm/W 1000 lm/m

00200693 LED RIBBON 120/W IP64 Profi cool white IP64 99 lm/W 950 lm/m

00200694 LED RIBBON 120/WW IP64 Profi warm white IP64 94 lm/W 900 lm/m

on request LED RIBBON 120/NW IP64 Profi neutral white IP64 99 lm/W 950 lm/m

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 1.25 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 1.50 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 2.10 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 2.95 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 4.20 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 5.00 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 8.35 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 8.35 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 10.85 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 12.50 m

.....................................................................................
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LED RIBBONS - CONSTANT VOLTAGE

224 PROFI
• Premium LED ribbon with 224 LEDs (3528 PROFI) per meter

• Developed with the emphasis on high luminous fl ux and the best level 
of homogeneity of light on the market

• CRI>80 guarantees natural light (CRI>90 on request)

• Ideal for applications with the demand on high level of homogeneity 
of light of ribbon in Al profi le

• Double channel 224/TW version enables CCT mixing by an additional 
controller

• Lifetime L70 (30% lumen depreciation) - 50.000 hours of operation at Tc

• Warranty 3 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

** The luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

*δ 20 = 129 sections (1 section = 31,25 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 24 VDC +

-

POWER CONSUMPTION 15.4 W/m

NO. OF LEDS 224 LEDs/m

MAX TC 40 °C

LED TYPE 3528 PROFI

MAX. LENGTH* 4 m

PACKING 2,5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00202768 LED RIBBON 224/W Profi cool white IP20 130 lm/W 2000 lm/m

00202769 LED RIBBON 224/NW Profi neutral white IP20 130 lm/W 2000 lm/m

00202770 LED RIBBON 224/WW Profi warm white IP20 124 lm/W 1900 lm/m

00203310 LED RIBBON 224/TW Profi cool + warm white IP20 130 lm/W 2000 lm/m

on request LED RIBBON 224/W IP64 Profi cool white IP64 - -

on request LED RIBBON 224/NW IP64 Profi neutral white IP64 - -

on request LED RIBBON 224/WW IP64 Profi warm white IP64 - -

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00203519 RS-15-24 24 VDC 15 W IP20 62.5 x 51 x 28 2 years 0.78 m

00201560 LPH-18-24 24 VDC 18 W IP67 140 x 30 x 22 2 years 0.93 m

00203047 RS-25-24 24 VDC 25 W IP20 78 x 51 x 28 2 years 1.30 m

00202843 LPV-35-24 24 VDC 35 W IP67 148 x 40 x 30 2 years 1.80 m

00203126 RS-50-24 24 VDC 50 W IP20 99 x 97 x 36 2 years 2.60 m

00200927 LPV-60-24 24 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 3.10 m

00202443 RS-100-24 24 VDC 100 W IP20 159 x 97 x 38 2 years 5.20 m

00202382 LPV-100-24 24 VDC 100 W IP67 190 x 52 x 37 2 years 5.20 m

00201102 CLG-150-24A 24 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 6.75 m

00202442 RS-150-24 24 VDC 150 W IP20 199 x 98 x 38 2 years 7.75 m

  ...... ... .. ........... .. .. . . ............ ............. . ........... ....... . .......... . .... . ... .. . . . . . . . . . . . . . . . 
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LED RIBBONS - CONSTANT VOLTAGE

60 LG

ORDER CODE TYPE OUTPUT 
VOLTAGE OUTPUT IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 0.75 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 0.90 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 1.20 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 1.70 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 2.40 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 2.90 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 4.80 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 4.80 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 6.20 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 7.15 m

• Premium LED ribbon with 60 LEDs (LG Gen 3 PREMIUM) per meter

• Designed for interior illumination (offi  ces, commercial and residential premises)

• Special SMT LED process ensures the maximal CCT difference of 3 SDCM 
(according to McAdams ellipsis)

• ANSI colour classifi cation 
(warm white - 3000 K, neutral white - 4000 K, cool white - 5700 K)

• CRI>80 guarantees natural light

• Excellent lifetime and luminous fl ux

• Lifetime L70 (30% lumen depreciation) - 50.000 hours of operation at Tc

• Warranty 3 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00205186 LED RIBBON 60/W LG cool white IP20 122 lm/W 2050 lm/m

00204955 LED RIBBON 60/NW LG neutral white IP20 119 lm/W 2000 lm/m

00205187 LED RIBBON 60/WW LG warm white IP20 116 lm/W 1950 lm/m

00205188 LED RIBBON 60/W LG IP64 cool white IP64 110 lm/W 1850 lm/m

00204956 LED RIBBON 60/NW LG IP64 neutral white IP64 107 lm/W 1800 lm/m

00205189 LED RIBBON 60/WW LG IP64 warm white IP64 104 lm/W 1750 lm/m

DRIVING 12 VDC +

-

POWER CONSUMPTION 16.8 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 70 °C

LED TYPE LG Gen 3 PREMIUM

MAX. LENGTH* 2,95 m

PACKING 5 m

** The luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

*δ 20 = 59 sections (1 section = 50 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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LED RIBBONS - CONSTANT VOLTAGE

60 COLOUR

• 4 basic colour ribbons – red, green, blue, yellow

• Applications in interior for illumination in the desired colour

• Warranty 2 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* Max. recommended length between the connector to the power supply and the end of the ribbon. 
Longer line can lead to a noticeable lumen depreciation at the end of the ribbon.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

-

POWER CONSUMPTION 4.8 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 40 °C

LED TYPE HL-3528

MAX. LENGTH* 7 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING

00051371 LED RIBBON 60/R red IP20

00051365 LED RIBBON 60/G green IP20

00051369 LED RIBBON 60/B blue IP20

00051380 LED RIBBON 60/Y yellow IP20

ORDER CODE TYPE OUTPUT 
VOLTAGE

POWER 
CONSUMPTION IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 2.50 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 3.00 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 4.15 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 5.80 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 8.30 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 10.00 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 16.65 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 16.65 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 21.65 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 25.00 m

  . . . . . . . . . 
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LED RIBBONS - CONSTANT VOLTAGE

60 RGB

• Special LED ribbon with 3 RGB chips (red, green, blue)

• To fully utilize the function of the ribbon, control unit must be added 
to enable colour adjusting

• Ideal in interiors for illumination in the desired colour

• Warranty 2 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* Max. recommended length between the connector to the power supply and the end of the ribbon. 
Longer line can lead to a noticeable lumen depreciation at the end of the ribbon.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

R
G
B

POWER CONSUMPTION 14.4 W/m

NO. OF LEDS 60 LEDs/m

MAX TC 40 °C

LED TYPE 5060 RGB

MAX. LENGTH* 3,5 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING

00200169 LED RIBBON 60 RGB RGB IP20

00201407 LED RIBBON 60 RGB RGB IP64

ORDER CODE TYPE OUTPUT 
VOLTAGE

POWER 
CONSUMPTION IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 0.85 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 1.00 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 1.40 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 1.95 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 2.80 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 3.35 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 5.60 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 5.60 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 7.25 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 8.35 m
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LED RIBBONS - CONSTANT VOLTAGE

30 RGB

• Special LED ribbon with 3 RGB chips (red, green, blue)

• To fully utilize the function of the ribbon, control unit must be added 
to enable colour adjusting

• Ideal in interiors for illumination in the desired colour

• Warranty 2 years

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DRIVING 12 VDC +

R
G
B

POWER CONSUMPTION 7.2 W/m

NO. OF LEDS 30 LEDs/m

MAX TC 40 °C

LED TYPE 5060 RGB

MAX. LENGTH* 7 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING

00051372 LED RIBBON 30 RGB RGB IP20

00201408 LED RIBBON 30 RGB RGB IP64

* Max. recommended length between the connector to the power supply and the end of the ribbon. 
Longer line can lead to a noticeable lumen depreciation at the end of the ribbon.

ORDER CODE TYPE OUTPUT 
VOLTAGE

POWER 
CONSUMPTION IP RATING DIMENSIONS [MM] WARRANTY MAX. LENGTH OF RIBBON

00201287 RS-15-12 12 VDC 15 W IP20 62.5 x 51 x 28 2 years 2.00 m

00200783 LPH-18-12 12 VDC 18 W IP67 140 x 30 x 22 2 years 2.50 m

00201288 RS-25-12 12 VDC 25 W IP20 78 x 51 x 28 2 years 3.50 m

00200786 LPV-35-12 12 VDC 35 W IP67 148 x 40 x 30 2 years 4.90 m

00200809 RS-50-12 12 VDC 50 W IP20 99 x 97 x 36 2 years 7.00 m

00200803 LPV-60-12 12 VDC 60 W IP67 162.5 x 42.5 x 32 2 years 8.30 m

00200808 RS-100-12 12 VDC 100 W IP20 159 x 97 x 38 2 years 13.90 m

00200917 LPV-100-12 12 VDC 100 W IP67 190 x 52 x 37 2 years 13.90 m

00200799 CLG-150-12A 12 VDC 130 W IP67 222.2 x 68 x 38.8 3 years 18.00 m

00200553 RS-150-12 12 VDC 150 W IP20 199 x 98 x 38 2 years 21.00 m

10
0

12 3.2

33
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LED RIBBONS - CONSTANT CURRENT

112 CURRENT LG

• Premium LED ribbon with 112 LEDs (LG Gen 3 PREMIUM) designed 
for current driving and highest possible effi  cacy

• Wide range of luminous fl ux due to the usage of current driving - 170 lm/W 
with nominal and 120–130 lm/W with maximum power consumption

• CRI>80 guarantees natural light

• Lifetime L70 (30% lumen depreciation) – 50.000 hours of operation at Tc

• Warranty 3 years

• This LED ribbon must be connected to the proper driver!

Recommended power supplies . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

*** Min. length of LED ribbon must be kept. If the ribbon is shorter, it may get damaged.

** The luminous fl ux values are based on typical values given by the producer of the LED at Tc=25° C.

*δ 20 = 26 sections (1 section = 71,43 mm) is the length of LED ribbon from the connection, at which 
lumen depreciation reaches 20%.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .    . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product variants   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

CURRENT NA SEGMENT 60 - 150 mA +

-

POWER CONSUMPTION 20 - 55 W/m

NO. OF LEDS 112 LEDs/m

MAX TC 70 °C

LED TYPE LG Gen 3 PREMIUM

MAX. LENGTH* 1,86 m

PACKING 5 m

ORDER CODE PRODUCT NAME CCT IP RATING EFFICACY FLUX**

00205191 LED RIBBON 112/W LG 5152 CURRENT Cool white IP20 130 - 170 lm/W 3400 - 7100 lm/m

00205192 LED RIBBON 112/NW LG 5152 CURRENT Neutral white IP20 125 - 165 lm/W 3300 - 6900 lm/m

00205193 LED RIBBON 112/WW LG 5152 CURRENT Warm white IP20 118 - 155 lm/W 3100 - 6500 lm/m

ORDER CODE TYPE OUTPUT 
CURRENT

POWER 
CONSUMPTION

MIN. LENGTH OF LED 
RIBBON***

MAX. 
RECOMMENDED 

LENGTH
IP RATING DIMENSIONS 

[MM] WARRANTY

00201637 APC-16-350 350 mA 16 W 214,3 mm 357,1 mm IP30 77 x 40 x 29 2 years

00201623 APC-16-700 700 mA 16 W 357,1 mm 714,3 mm IP30 77 x 40 x 29 2 years

00203070 APC-25-1050 1050 mA 25 W 500 mm 1142,8 mm IP30 84 x 57 x 29.5 2 years

00200787 LPC-20-350 350 mA 20 W 214,3 mm 357,1 mm IP67 118 x 35 x 26 2 years

00200552 LPC-20-700 700 mA 20 W 357,1 mm 714,3 mm IP67 118 x 35 x 26 2 years

00201481 LPC-35-1050 1050 mA 35 W 500 mm 1142,8 mm IP67 148 x 40 x 30 2 years

00200798 LPC-60-1400 1400 mA 60 W 714,3 mm 1500 mm IP67 162.5 x 42.5 x 32 2 years

00201084 LPC-60-1750 1750 mA 60 W 857,1 mm 1928,6 mm IP67 162.5 x 42.5 x 32 2 years

00201497 LPF-60-24 2500 mA 60 W 1214,3 mm 2714,3 mm IP67 162.5 x 42.5 x 32 5 years

00201498 LPF-90-24 3750 mA 90 W 1785,8 mm 4071,5 mm IP67 161 x 61 x 36 5 years

71
.4

3
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LED RIBBONS - CONSTANT VOLTAGE

12,5/W

ORDER CODE DIMENSIONS 1 SEGMENT VOLTAGE VIEWING ANGLE FLUX POWER TYPE LED NO. OF LEDS CCT IP RATING WARRANTY

00208235 80x20x6,6 mm 12 V 170° 55 lm 0,72 W/ks 2835 LED 1 ks Cool white 
(7000 K) IP65 5 years

• Special LED ribbon with 2835 LED and optics

• Special lens design, 170° viewing angle ensures uniform light distribution

• Simple installation thanks to the ribbon with connectors; 42 LEDs per 
segment*

• IP64; longer lifetime; better heat dissipation

• Ideal for indoor illumination and for single-sided light box in commercial 
areas 

• Apply to 4–10 cm depth single-sided light box

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

* Ribbon with connectors - 15x80x3 mm segment including installation tape. One segment = two connectors for 12.5/W LED ribbons – connectors are on both sides 
of the ribbon (see photo). Ribbon with connectors can be ordered individually according to the requested length.
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Installation of LED Ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Important parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

LED ribbon should always be installed as a part of LED profi le. LED profi le is a simple lighting fi xture composed 
of four basic components:

• LED ribbon (light source)

• AL profi le (heat conducting body)

• Linear optical diffuser (LED ribbon protection and light behavior)

• Accessories (wiring, profi le endcaps, mounting brackets etc.)

Installation of LED ribbons into profi les is recommended for the following reasons:

• LED thermal management (LED ribbons cannot be installed in wood or in other non-heat conducting surface 
due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only against low voltage - 12 V or 24 V)

Our portfolio of LED profi les includes everything from simple kitchen and furniture lights to main lights in industrial 
buildings, sport centers, and also lights used in advertisement.

Lifetime of LED profi le is determined by LED ribbon which is used in LED profi les. Our LED ribbons have guaranteed 
lifetime L70 (30% Lumen Depreciation) between 25.000 and 70.000 hours of operation.

There are two kinds of protection against weather conditions. First option is to use IP64 LED ribbon in LED profi les. 
Secondly, LED profi le can be fi lled with silicon based material which will ensure IP64.

Colour temperature

Viewing Angle
Defi nes the angle into which majority of light is being
emitted. Typical viewing angle of high bay lights 
and low bay lights is around 60° and 90° respectively. 
Street lighting applications usually use special 
asymmetrical optics.

Luminous flux
Indicates how much light the source can emit. 
Basic unit is lumen [lm].

CRI
Color Rendering Index - indicates how evenly 
wavelengths are distributed in the light spectrum.
Low CRI value causes distortion of colours in the
environment (e.g. greenish touch). CRI (sometimes
also Ra) range is 0–100. All environments with human
activity should be equipped with light sources with CRI
higher than 80 according to the current regulations

WARM WHITE 2700~3200 K

NEUTRAL WHITE 4000~4500 K

COOL WHITE 4500~6800 K

1800 K  ·  3000 K  ·  4000 K  ·  6000 K  ·  8000 K  ·  16000 K

HALOGEN REFLECTOR 8 - 12 lm/W @ CRI100

METALHALOGEN HIGH BAY LUMINAIRES 30 - 70 lm/W @ CRI80

TUBE LUMINAIRES 40 - 80 lm/W @ CRI80

SODIUM STREET LIGHTS 50 - 110 lm/W @ CRI25
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Our range of goods will be expanded with the new generation of LED ribbons at the turn of 2016/17 
with these versions:

00208181 LED ribbon 112/W LG 3528 CURRENT (cool white)

00208182 LED ribbon 112/NW LG 3528 CURRENT (neutral white)

00208183 LED ribbon 112/WW LG 3528 CURRENT (warm white)
(CC LED ribbon, 8xLG 3528 CRI>80 in series, 5 mx12 mm, max. 2.1A/m, IP20)

00208184 LED ribbon 60/W LG 3528 (cool white) – effi  cacy 125 lm/W, fl ux 2100 lm/m

00208186 LED ribbon 60/NW LG 3528 (neutral white) – effi  cacy 122 lm/W, fl ux 2050 lm/m

00208188 LED ribbon 60/WW LG 3528 (warm white) – effi  cacy 120 lm/W, fl ux 2000 lm/m

(CV LED ribbon, 12 V, 16.8 W/m, 60 LED/m, 5 mx12 mm, CRI>80, white PCB, 70 mA, 300 led/5 m, IP20)

00208185 LED ribbon 60/W LG 3528 IP64 (cool white) – effi  cacy 113 lm/W, fl ux 1900 lm/m

00208187 LED ribbon 60/NW LG 3528 IP64 (neutral white) – effi  cacy 110 lm/W, fl ux 1850 lm/m

00208189 LED ribbon 60/WW LG 3528 IP64 (warm white) – effi  cacy 107 lm/W, fl ux 1800 lm/m

(CV LED ribbon, 12 V, 16.8 W/m, 60 LED/m, 5 mx12 mm, CRI>80, white PCB, 70 mA, 300 led/5 m, encapsulated– IP64)

Our customers will be informed about availability of stock items via email. If you wish to receive information 
about our range of goods, please contact us on info@tron.cz.

News in offer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

illustrative photo
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AL LED
PROFILES
Elegant interior and exterior 
LED lighting



AL LED PROFILES

AL 01

• Standard anodized AL LED profi le

• Ideal for indoor applications with standard 
requirements

• Supplied with 3mm cover plastic optical diffusers 
with light transmission of 95% (clear), 75% (opal) 
or 50% (opal)

Types of linear optical diffusers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Recommended LED ribbons . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

444444422222222

5500

33344

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202041 LED RIBBON 120 / WW PROFI warm white IP20 1000 lm/m 9,6 W/m

00205186 LED RIBBON 60 / W LG 5152 cool white IP20 2050 lm/m 16,8 W/m

00205192 LED RIBBON 112 / NW LG 5152 neutral white IP20 up to 5200 lm/m up to 40 W/m

ORDER CODE MAX. LENGTH
MAX. LENGTH OF 
LINEAR OPTICAL 

DIFFUSER
HEAT DISSIPATION IP RATING* MAX. WIDTH 

OF LED RIBBON WEIGHT

00200157 4 m 2 m 40 W/m IP00 / IP64 12 mm 0,700 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material, which will provide the same protection.
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AL LED PROFILES

• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Attachment to the prepared surface with 
the proper mounting glue according to the type 
of used materials

• Direct screwing of the profi le to the base with 
countersunk screw

Profi le accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.

AL-01 FLAT ENDCAP (00202609)AL-01 FLAT ENDCAP (00202609)
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AL LED PROFILES

AL 02

• Standard anodized AL LED profi le

• Ideal for indoor applications with standard requirements

• Supplied with 3 mm cover plastic optical diffusers with 
light transmission of 95% (clear), 75% (opal) or 50% 
(opal), diffuser is slid into the groove of the profi le from 
the side

Types of linear optical diffusers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Recommended LED ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

222222222255555555,,,,6666666

3333

222255555

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202041 LED RIBBON 120 / WW PROFI warm white IP20 1000 lm/m 9,6 W/m

00205188 LED RIBBON 60 / W LG 5152 IP64 cool white IP64 1850 lm/m 16,8 W/m

00205192 LED RIBBON 112 / NW LG 5152 neutral white IP20 up to 5000 lm/m up to 36 W/m

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00200156 4 m 2 m 36 W/m IP00 / IP64 12 mm 0,410 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material, which will provide the same protection.
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AL LED PROFILES

• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Attachment to the prepared surface with 
the proper mounting glue according to the type 
of used materials

Profi le accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Applications   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.

AL-02 FLAT ENDCAP (00202610)AL-02 FLAT ENDCAP (00202610)
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AL 03

• Standard anodized AL LED profi le

• Ideal for indoor applications with standard 
requirements

• Supplied with 3mm cover plastic optical diffusers with 
light transmission of 95% (clear), 75% (opal) or 50% 
(opal), diffuser is slid into the grooves of the profi le 
from side

Types of linear optical diffusers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Recommended LED ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

11111111100000000000

1155

11155

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202033 LED RIBBON 60 / WW PROFI warm white IP20 500 lm/m 4,8 W/m

00202445 LED RIBBON 120 / NW PROFI neutral white IP20 1100 lm/m 9,6 W/m

00202519 LED RIBBON 60 / W 3CIP IP64 OPTIMUM cool white IP64 1000 lm/m 14,4 W/m

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00200230 4 m 2 m 16 W/m IP00 / IP64 12 mm 0,140 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material, which will provide the same protection.
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AL LED PROFILES

• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Attachment to the prepared surface with 
the proper mounting glue according to the type 
of used materials

• Direct screwing of the profi le to the base with 
countersunk screw (it is necessary to fi rst install 
the profi le and then to paste ribbons)

Profi le accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.

AL-03 ENDCAP AL 5MM
(00206348, 00206349)AL-03 FLAT ENDCAP (00202611)
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AL LED PROFILES

AL 04

• Special anodized AL LED profi le

• Designed for high power LED applications and custom 
fl oodlights

• Supplied with plastic optical diffusers with light 
transmission of 95% (clear), 75% (opal) or 50% (opal), 
or with 16°/25°/40° lenses

Possible applications of the profi le . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Sets of simple floodlights composed of the components . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

444444444488888888

60

7776666

ORDER CODE PRODUCT NAME FLUX POWER CONS. LEDS

00202335 FLOODLIGHT 60 mm (profile, mounting bracket, endcaps,
 screws); recommended power supply: LPC-20-700 1200 lm 15 W 6 pcs CREE XTE/XPG2/XPG3

00202334 FLOODLIGHT 150 mm (profile, mounting bracket, endcaps,
 screws); recommended power supply: LPC-35-700 2100 lm 28 W 12 pcs CREE XTE/XPG2/XPG3

00202410 FLOODLIGHT 300 mm (profile, mounting bracket, endcaps,
 screws); recommended power supply: LPC-60-700 3200 lm 40 W 18 pcs CREE XTE/XPG2/XPG3

Individual components of the fl oodlight can be ordererd separately.

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING WEIGHT

00200366 4 m 2 m 200 W/m IP00 3,970 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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AL LED PROFILES

• LED profi les can be delivered for outdoor 
applications with increased waterproof 
protection. Transparent silicon can be used 
at the contact of the profi le and the edge 
of acrylic glass.

• The choice of the method of installation of this 
AL profi le depends on the particular conditions 
at the place of installation. It is necessary to take 
into account larger weight of the profi le, etc.

Applications   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.
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AL 05

• Special AL LED profi le with prefabricated viewing frame

• Anodized surface

• Designed for kitchen and furniture lighting; possibility 
to instal into milled groove with the dimensions of 15x9 mm

• Supplied with 3 mm cover plastic optical diffusers with 
light transmission of 95% (clear), 75% (opal) or 50% (opal), 
diffuser is slid into the grooves of the profi le from side

• Compatible with touch dimmer

Recommended LED ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

111110000

1155

99

Types of linear optical diffusers   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202041 LED RIBBON 120 / WW PROFI warm white IP20 1000 lm/m 9,6 W/m

00201672 LED RIBBON 60 / W 3CIP OPTIMUM cool white IP20 1140 lm/m 14,4 W/m

00202769 LED RIBBON 224 / NW PROFI neutral white IP20 2000 lm/m 15,4 W/m

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00200375 4 m 2 m 16 W/m IP00 / IP64 12 mm 0,103 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material that will provide the same protection.
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• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Attachment to the prepared surface with 
the proper mounting glue according to the type 
of used materials

• Using original mounting brackets for AL profi les; 
brackets are mounted with screws into the base

• Direct screwing of the profi le to the base by 
countersunk screw (it is necessary to fi rst install 
the profi le and then paste LED ribbons)

Profi le accessories   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Application example   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Applications   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise the LED ribbon may get damaged 
or its lifetime can be shortened.

AL-05 PLASTIC ENDCAP
(00200721)
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AL 06

• AL LED profi le ideal for interior and exterior 
applications

• Anodized surface

• Excellent technical parameters and wide range 
of accessories

• Supplied with linear optics and diffusors with viewing 
angles of 110°, 60° and 30° in clear or matte

Recommended LED ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

1111111111111222222222,,,,,77777777777777

22220000

22222228888
,,22222

Types of linear optical diffusers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202044 LED RIBBON 60 / WW 3CIP PROFI warm white IP20 1250 lm/m 14,4 W/m

00205188 LED RIBBON 60 / W LG 5152 IP64 cool white IP64 1850 lm/m 16,8 W/m

00205192 LED RIBBON 112 / NW LG 5152 neutral white IP20 up to 6900 lm/m up to 50 W/m

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .    . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00201169 4 m 2 m 50 W/m IP00 / IP64 12 mm  0,693 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material that will provide the same protection.

00201195

00201191

00201194

00201193

00201243

00201086

00201242

00201085
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• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Using original mounting brackets for AL profi les; 
brackets are mounted with screws into the base

• Using groove of the profi le + screws

Profi le accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Lens types and respective angular characteristics . . . . . . . . . . . . . . . . . . . . . . . 

Applications   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.

AL-06 ENDCAP FLAT
(00203401)

WHITE PLASTIC MOUNTING
BRACKET 30° FLAT (00201485)

PROFILE ENDCAP WITH 5MM HOLE
FOR SUSPENSION WIRE
(00204910, 00205966)

WHITE PLASTIC MOUNTING
BRACKET (00201017)

WHITE PLASTIC MOUNTING
BRACKET 15°(00201484)

WHITE PLASTIC MOUNTING
BRACKET 45°(00201486)

WHITE PLASTIC MOUNTING
BRACKET 60° (00201487)

AL-06 ENDCAP 5MM
(00204812, 00205084)

AL-06 ENDCAP „L“ SHAPE
(00204868, 00204881)

Linear lens 110° clear

90° 90°

60° 60°

cd/1000 lmC0-C180

30° 30°

0°

90

180

270

360

90° 90°

60° 60°

cd/1000 lmC0-C180

30° 30°

0°

100

200

300

400

Flat cover 110° clear

Linear lens 30° clear

90° 90°

60° 60°

cd/1000 lmC0-C180

30° 30°

0°

325

650

975

360

Round cover 110° clear

90° 90°

60° 60°

cd/1000 lmC0-C180

30° 30°

0°

90

180

270

360

Flat cover 110° matt

90° 90°

60° 60°

cd/1000 lmC0-C180

30° 30°

0°

90

180

270

360

Linear lens 60° clear

90° 90°

60° 60°

cd/1000 lmC0-C180

30° 30°

0°

150

300

450

600

at cover 110° - clear, matt

round cover 110° - clear, matt

linear lens 110° - clear, matt

linear lens 60° - clear

linear lens 60° - matt

linear lens 30° - clear
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AL 07

• AL LED profi le ideal for interior and exterior 
applications

• Anodized surface

• Excellent technical parameters and wide range 
of accessories

• Supplied with linear optics and diffusors with 
viewing angles of 110°, 60° and 30° in clear or matte

Recommended LED ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

111111122222222,,,,7777777

22220000

111555
,,,,44444

Types of linear optical diffusers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202041 LED RIBBON 120/WW PROFI warm white IP20 1000 lm/m 9,6 W/m

00205188 LED RIBBON 60/W LG 5152 IP64 cool white IP64 1850 lm/m 16,8 W/m

00205192 LED RIBBON 112/NW LG 5152 neutral white IP20 up to 5000 lm/m up to 36 W/m

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00201156 4 m 2 m 36 W/m IP00 / IP64 12 mm  0,335 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material that will provide the same protection.

00201195

00201191

00201206

00201193

00201086

00201085

00201194

00201243

00201242
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• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Using original mounting brackets for AL profi les; 
brackets are mounted with screws into the base

• Using groove of the profi le + screws

Profi le accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Lens types and respective angular characteristics . . . . . . . . . . . . . . . . . . . . . . . 

Applications   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.

AL-06 ENDCAP - FLAT
(00203401)

WHITE PLASTIC MOUNTING
BRACKET 30° FLAT (00201485)

WHITE PLASTIC MOUNTING
BRACKET (00201017)

WHITE PLASTIC MOUNTING
BRACKET 15°(00201484)

WHITE PLASTIC MOUNTING
BRACKET 45°(00201486)

WHITE PLASTIC MOUNTING
BRACKET 60° (00201487)

TING
(00201485)

W
BRAC

AL-07 RUBBER ENDCAP
(00206176)

PROFILE ENDCAP WITH HOLE FOR
SUSPENSION WIRE

(00205928, 00205965)

METAL MOUNTING
BRACKET - ADJUSTABLE AL-07

(00204845)
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Round cover 110° clear
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Flat cover 110° matt
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Linear lens 60° clear
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at cover 110° - clear, matt

round cover 110° - clear, matt

linear lens 110° - clear, matt

linear lens 60° - clear

linear lens 60° - matt

linear lens 30° - clear

www.tron.cz    |    AL LED profi les   ·   37



AL LED PROFILES

AL 08

• AL LED profi le ideal for interior and exterior 
applications

• Excellent technical parameters and wide range 
of accessories

• Supplied with linear optics and diffusors with 
viewing angles of 110°, 60° and 30° in clear 
or matte

Recommended LED ribbons   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

1111111112222222222,,7777777777

22220000

99999999,,
444

Types of linear optical diffusers   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00202041 LED RIBBON 120/WW PROFI warm white IP20 1000 lm/m 9,6 W/m

00201672 LED RIBBON 60/W 3CIP OPTIMUM cool white IP20 1140 lm/m 14,4 W/m

00202769 LED RIBBON 224/NW PROFI neutral white IP20 2000 lm/m 15,4 W/m

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00200932 4 m 2 m 16 W/m IP00 / IP64 12 mm  0,150 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material that will provide the same protection.

00201195

00201194

00201243

00201242

00201191

00201206

00201193

00201086

00201085
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• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Attachment to the prepared surface with 
the proper mounting glue according to the type 
of used materials

• Using original mounting brackets for AL profi les; 
brackets are mounted with screws into the base

• Can be mounted in the corner in 45° angle

Profi le accessories   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Lens types and respective angular characteristics . . . . . . . . . . . . . . . . . . . . . . . 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented 
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
The profi le cannot be embedded in ceiling, wall or in furniture, because for the proper function of the profi le a free fl ow 
of air in its surrounding is necessary. Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise 
the LED ribbon may get damaged or its lifetime can be shortened.

WHITE PLASTIC MOUNTING BRACKET
(00201017)

AL-08 PLASTIC ENDCAP
(00201581)
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AL 09
• AL LED profi le ideal for interior and exterior applications

• Suitable for recessed installation into drywall

• Anodized surface - AL or white colour RAL 9003

• Available with acrylic glass in matt – snapped in from 
front (order code: 00206435)

• One or two rows of LED ribbons

• Optional to install LED modules compatible with Zhaga 
standard

Recommended LED ribbons or modules  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

4444444445555555555111111333333 111111333333

444777

3336666666

ORDER CODE PRODUCT NAME COLOUR TEMPERATURE IP RATING FLUX POWER CONS.

00205033 TRON 40X560-L-840-000-CC-0 neutral white IP20 2650 lm/pc 
560 mm 16,6 W/m

00205188 TRON 40X280-L-830-857-CC 
warm/cool white control warm + cool white IP20 1300 lm/pc 

280 mm 8,4 W/m

00205192 LED RIBBON 112/NW LG 5152 neutral white IP20 up to 6900 lm/m up to 50 W/m

   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

ORDER CODE MAX. LENGTH
MAX. LENGTH 

OF LINEAR OPTICAL 
DIFFUSER

HEAT DISSIPATION IP RATING* MAX. WIDTH 
OF LED RIBBON WEIGHT

00206766
(white RAL 9003) 4 m 2 m 50 W/m IP00 / IP64 12 mm x 2  0,950 kg/m

00206332
(anodized AL) 4 m 2 m 50 W/m IP00 / IP64 12 mm x 2  0,950 kg/m

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

* It is possible to use LED ribbons with IP64 or to fi ll LED profi le with silicon based material that will provide the same protection.

Colour variants of profi le . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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AL LED PROFILES

• LED thermal management (LED ribbons cannot 
be installed in wood or other non-heat conducting 
surface due to the danger of overheating)

• LED ribbon protection

• Protection against electric shock (although only 
against low voltage - 12 V or 24 V)

• Using metal holder in drywall; mounted every 
50–80 cm in the profi le

Profi le accessories   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Installation options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Cooling capacities of the profi le are dependent on the particular installation of the recommended LED ribbon. Presented
values of power consumption, which the profi le is able to cool, are applicable indoor with the ambient temperature of 30 °C.
Surface temperature of the profi le cannot exceed 55 °C when fully loaded otherwise the LED ribbon may get damaged 
or its lifetime can be shortened.

AL-09 ENDCAP
 (00207043)

PROFILE HOLDER– METAL SPRING CLIP
(00206549)
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LED MODULES - LG

LED MODULE LG 250 x 250

• LED module designed for tube luminaires

• Zhaga, book 7 standard compatible

• Excellent effi  cacy – 189 lm/W, CRI up to 90

• Optional - two independent channels in 8S x 6P connection 
with the common positive terminal enabling high variability of use

• Optional - EMERGENCY and STATUS channel

• LED arrangement ensures uniform light distribution

• Two variants of driving – voltage driving: 24 VDC (max. universality), 
current driving: 350–700 mA (max. effi  cacy)

• Wago 2060 connectors for simple and fast assembly

• Lifetime L70 (30% lumen depreciation) 50.000 hours of operation

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

General parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

250 x 250 mm 175 g  -40°C ... 85°C  -30°C ... +45°C max. 70°C 80% 50.000 hours

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

350 mA 1.400 lm 21,2 VDC 184 lm/W 7,6 W

700 mA 2.650 lm 22,2 VDC 166 lm/W 16 W

2 350 mA 2.800 lm 21,2 VDC 184 lm/W 15,2 W

VOLTAGE
1

350 mA 1.400 lm 24 VDC 167 lm/W 8,4 W

700 mA 2.650 lm 24 VDC 158 lm/W 16,8 W

2 350 mA 2.800 lm 24 VDC 168 lm/W 16,8 W

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90)

TRON 250x250-L-
VARIANT CODE SECOND CHANNEL DRIVING EMERGENCY CHANNEL

830 (warm white - 3.000K, CRI80) 000 (no second channel) CV (VOLTAGE 24VDC) E (yes)

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) CC (CURRENT 350–700 mA) 0 (no)

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

857 (cool white - 5.700K, CRI80)
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LED MODULES - LG

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DETAILED SPECIFICATION

LEDS LEMWS59R80

BIN R (Gen 5)

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 48

CONNECTION 8S x 6P

CONNECTORS WAGO 2060

IP RATING IP00

25
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22214 14
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LED module 1 LED module 2 LED module 6
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SWITCHING POWER SUPPLY

PARALLEL CONNECTION OF MODULES (MAX. 6)

Wiring diagram . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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LED MODULES - CREE

LED MODULE CREE 250 x 250

• LED module designed for tube luminaires

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy -165 lm/W, CRI up to 90

• Optional - two independent channels in 8S x 6P connection 
with the common positive terminal enabling high variability of use

• Optional - EMERGENCY and STATUS channel

• LED arrangement ensures uniform light distribution

• Two variants of driving – voltage driving: 24 VDC (max. universality), 
current driving: 350–700 mA (max. effi  cacy)

• Series connection of 6 LED modules

• Lifetime L70 (30% lumen depreciaton) 70.000 hours of operation

• Suitable for industry applications

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

General parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

250 x 250 mm 175 g  -40°C ... 85°C  -30°C ... +45°C max. 85°C 80% 70.000 hours

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90)
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DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

350 mA 1.330 lm 23 VDC 165 lm/W 8,1 W

700 mA 2.500 lm 23,7 VDC 150 lm/W 16,6 W

2 350 mA 2.660 lm 23 VDC 165 lm/W 16,2 W

VOLTAGE
1

350 mA 1.330 lm 24 VDC 158 lm/W 8,4 W

700 mA 2.500 lm 24 VDC 148 lm/W 16,8 W

2 350 mA 2.660 lm 24 VDC 158 lm/W 16,8 W

TRON 250x250-C-
VARIANT CODE SECOND CHANNEL DRIVING EMERGENCY CHANNEL

830 (warm white - 3.000K, CRI80) 000 (no second channel) CV (VOLTAGE 24VDC) E (yes)

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) CC (CURRENT 350–700 mA) 0 (no)

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

930 (warm white - 3.000K, CRI90) 857 (cool white - 5.700K, CRI80)

930 (warm white - 3.000K, CRI90)
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LED MODULES - CREE

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DETAILED SPECIFICATION

LEDS CREE XH-G 

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 48

CONNECTION 8S x 6P

CONNECTORS WAGO 2060

IP RATING IP00
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SWITCHING POWER SUPPLY

PARALLEL CONNECTION OF MODULES (MAX. 6)

Wiring diagram . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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LED MODULES - LG

LED MODULE LG 250 x 500

• LED module designed for tube luminaires

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Optional - two indepentend channels for high variability of use

• Optional - EMERGENCY and STATUS channel

• LED arrangement ensures uniform light distribution

• CC driving 700–1400 mA (max. effi  ciency)

• Wago 2060 connectors for simple and fast assembly

• Lifetime L70 (30% lumen depreciation) 50.000 hours of operation

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

250 x 500 mm 230 g  -40°C to +85°C  -30°C to +45°C max. 70°C 80% 50.000 hours

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

700 mA 2.100 lm 16 VDC 188 lm/W 11,2 W

1400 mA 4.000 lm 16,9 VDC 169 lm/W 23,7 W

2 700 mA 4.200 lm 16 VDC 189 lm/W 22,4 W

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90).
To simplify installation of the module, additional breakaway mounting rail is on the longer side, which enables installation of the module with only 9 screws.

TRON 250x500-L-
VARIANT CODE SECOND CHANNEL DRIVING EMERGENCY CHANNEL

830 (warm white - 3.000K, CRI80) 000 (no second channel) CC (CURRENT 350–700 mA) E (yes)

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) 0 (no)

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

857 (cool white - 5.700K, CRI80)
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LED MODULES - LG

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DETAILED SPECIFICATION

LEDS LEMWS59R80

BIN R4 (Gen 5)

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 60+

CONNECTION 6S x 10P

CONNECTORS WAGO 2060

IP RATING IP00

125 95 10

10
6

50
0

250 Ø4.5

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

LE
D

1

R1

LE
D

2

LE
D

3

LE
D

4

LE
D

5

LE
D

6

LE
D

7

LE
D

8

LE
D

9

LE
D

10

LE
D

11

LE
D

12

LE
D

13

LE
D

14

LE
D

15

LE
D

16

LE
D

17

LE
D

18

LE
D

19

LE
D

20

LE
D

21

LE
D

22

LE
D

23

LE
D

24

LE
D

25

LE
D

26

LE
D

27

LE
D

28

LE
D

29

LE
D

30

LE
D

31

LE
D

32

LE
D

33

LE
D

34

LE
D

35

LE
D

36

LE
D

37

LE
D

38

LE
D

39

LE
D

40

LE
D

41

LE
D

42

LE
D

43

LE
D

44

LE
D

45

LE
D

46

LE
D

47

LED48

LE
D

49

LE
D

50

LE
D

51

LE
D

52

LE
D

53

LE
D

54

LE
D

55

LE
D

56

LE
D

57

LE
D

58

LE
D

59

LE
D

60

LE
D

61

LE
D

62

LE
D

63

LE
D

64

LE
D

65

LE
D

66

LE
D

67

LE
D

68

LE
D

69

LE
D

70

LE
D

71

LE
D

72

LE
D

73

LE
D

74

LE
D

75

LE
D

76

LE
D

77

LE
D

78

LE
D

79

LE
D

80

LE
D

81

LE
D

82

LE
D

83

LE
D

84

LE
D

85

LE
D

86

LE
D

87

LE
D

88

LE
D

89

LE
D

90

LE
D

91

LE
D

92

LE
D

93

LE
D

94

LE
D

95

LE
D

96

LE
D

97

LE
D

98

LE
D

99

LE
D

10
0

LE
D

10
1

LE
D

10
2

LE
D

10
3

LE
D

10
4

LE
D

10
5

LE
D

10
6

LE
D

10
7

LE
D

10
8

LE
D

10
9

LE
D

11
0

LE
D

11
1

LE
D

11
2

LE
D

11
3

LE
D

11
4

LE
D

11
5

LE
D

11
6

LE
D

11
7

LE
D

11
8

LE
D

11
9

LE
D

12
0

221
DEL

121
DEL

CN5

R2

R3

R4

R5

R6

R7

R8

R9

R10

R
12

R
13

R
14

R
11

R
15

R
16

R
17

R
18

R
19

R
20

R21

R22

R23

R24

ZN
1

ZN
2

ZN
3

ZN
4

LE
D

12
3

LE
D

12
4

LE
D

12
5

LE
D

12
6

LE
D

12
7

LE
D

12
8

LE
D

12
9

LE
D

13
0

LE
D

13
1

LE
D

13
2

LE
D

13
3

LE
D

13
4

LE
D

13
5

LE
D

13
6

LE
D

13
7

LE
D

13
8

LE
D

13
9

LE
D

14
0

LE
D

14
1

LE
D

14
2

LE
D

14
3

LE
D

14
4

LE
D

14
5

LE
D

14
6

LE
D

14
7

LE
D

14
8

LE
D

14
9

LE
D

15
0

LE
D

15
1

LE
D

15
2

LE
D

15
3

LE
D

15
4

LE
D

15
5

LE
D

15
6

LE
D

15
7

LE
D

15
8

LE
D

15
9

LE
D

16
0

LE
D

16
1

LE
D

16
2

LE
D

16
3

LE
D

16
4

LE
D

16
5

LE
D

16
6

LE
D

16
7

LE
D

16
8

LE
D

16
9

LED170

LE
D

17
1

LE
D

17
2

LE
D

17
3

LE
D

17
4

LE
D

17
5

LE
D

17
6

LE
D

17
7

LE
D

17
8

LE
D

17
9

LE
D

18
0

LE
D

18
1

LE
D

18
2

LE
D

18
3

LE
D

18
4

LE
D

18
5

LE
D

18
6

LE
D

18
7

LE
D

18
8

LE
D

18
9

LE
D

19
0

LE
D

19
1

LE
D

19
2

LE
D

19
3

LE
D

19
4

LE
D

19
5

LE
D

19
6

LE
D

19
7

LE
D

19
8

LE
D

19
9

LE
D

20
0

LE
D

20
1

LE
D

20
2

LE
D

20
3

LE
D

20
4

LE
D

20
5

LE
D

20
6

LE
D

20
7

LE
D

20
8

LE
D

20
9

LE
D

21
0

LE
D

21
1

LE
D

21
2

LE
D

21
3

LE
D

21
4

LE
D

21
5

LE
D

21
6

LE
D

21
7

LE
D

21
8

LE
D

21
9

LE
D

22
0

LE
D

22
1

LE
D

22
2

LE
D

22
3

LE
D

22
4

LE
D

22
5

LE
D

22
6

LE
D

22
7

LE
D

22
8

LE
D

22
9

LE
D

23
0

LE
D

23
1

LE
D

23
2

LE
D

23
3

LE
D

23
4

LE
D

23
5

LE
D

23
6

LE
D

23
7

LE
D

23
8

LE
D

23
9

LE
D

24
0

LE
D

24
1

LE
D

24
2

CN1

CN2

CN3

CN4

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

+ + + + + +

LE
D

1

R1

LE
D

2

LE
D

3

LE
D

4

LE
D

5

LE
D

6

LE
D

7

LE
D

8

LE
D

9

LE
D

10

LE
D

11

LE
D

12

LE
D

13

LE
D

14

LE
D

15

LE
D

16

LE
D

17

LE
D

18

LE
D

19

LE
D

20

LE
D

21

LE
D

22

LE
D

23

LE
D

24

LE
D

25

LE
D

26

LE
D

27

LE
D

28

LE
D

29

LE
D

30

LE
D

31

LE
D

32

LE
D

33

LE
D

34

LE
D

35

LE
D

36

LE
D

37

LE
D

38

LE
D

39

LE
D

40

LE
D

41

LE
D

42

LE
D

43

LE
D

44

LE
D

45

LE
D

46

LE
D

47

LED48

LE
D

49

LE
D

50

LE
D

51

LE
D

52

LE
D

53

LE
D

54

LE
D

55

LE
D

56

LE
D

57

LE
D

58

LE
D

59

LE
D

60

LE
D

61

LE
D

62

LE
D

63

LE
D

64

LE
D

65

LE
D

66

LE
D

67

LE
D

68

LE
D

69

LE
D

70

LE
D

71

LE
D

72

LE
D

73

LE
D

74

LE
D

75

LE
D

76

LE
D

77

LE
D

78

LE
D

79

LE
D

80

LE
D

81

LE
D

82

LE
D

83

LE
D

84

LE
D

85

LE
D

86

LE
D

87

LE
D

88

LE
D

89

LE
D

90

LE
D

91

LE
D

92

LE
D

93

LE
D

94

LE
D

95

LE
D

96

LE
D

97

LE
D

98

LE
D

99

LE
D

10
0

LE
D

10
1

LE
D

10
2

LE
D

10
3

LE
D

10
4

LE
D

10
5

LE
D

10
6

LE
D

10
7

LE
D

10
8

LE
D

10
9

LE
D

11
0

LE
D

11
1

LE
D

11
2

LE
D

11
3

LE
D

11
4

LE
D

11
5

LE
D

11
6

LE
D

11
7

LE
D

11
8

LE
D

11
9

LE
D

12
0

221
DEL

121
DEL

CN5

R2

R3

R4

R5

R6

R7

R8

R9

R10

R
12

R
13

R
14

R
11

R
15

R
16

R
17

R
18

R
19

R
20

R21

R22

R23

R24

ZN
1

ZN
2

ZN
3

ZN
4

LE
D

12
3

LE
D

12
4

LE
D

12
5

LE
D

12
6

LE
D

12
7

LE
D

12
8

LE
D

12
9

LE
D

13
0

LE
D

13
1

LE
D

13
2

LE
D

13
3

LE
D

13
4

LE
D

13
5

LE
D

13
6

LE
D

13
7

LE
D

13
8

LE
D

13
9

LE
D

14
0

LE
D

14
1

LE
D

14
2

LE
D

14
3

LE
D

14
4

LE
D

14
5

LE
D

14
6

LE
D

14
7

LE
D

14
8

LE
D

14
9

LE
D

15
0

LE
D

15
1

LE
D

15
2

LE
D

15
3

LE
D

15
4

LE
D

15
5

LE
D

15
6

LE
D

15
7

LE
D

15
8

LE
D

15
9

LE
D

16
0

LE
D

16
1

LE
D

16
2

LE
D

16
3

LE
D

16
4

LE
D

16
5

LE
D

16
6

LE
D

16
7

LE
D

16
8

LE
D

16
9

LED170

LE
D

17
1

LE
D

17
2

LE
D

17
3

LE
D

17
4

LE
D

17
5

LE
D

17
6

LE
D

17
7

LE
D

17
8

LE
D

17
9

LE
D

18
0

LE
D

18
1

LE
D

18
2

LE
D

18
3

LE
D

18
4

LE
D

18
5

LE
D

18
6

LE
D

18
7

LE
D

18
8

LE
D

18
9

LE
D

19
0

LE
D

19
1

LE
D

19
2

LE
D

19
3

LE
D

19
4

LE
D

19
5

LE
D

19
6

LE
D

19
7

LE
D

19
8

LE
D

19
9

LE
D

20
0

LE
D

20
1

LE
D

20
2

LE
D

20
3

LE
D

20
4

LE
D

20
5

LE
D

20
6

LE
D

20
7

LE
D

20
8

LE
D

20
9

LE
D

21
0

LE
D

21
1

LE
D

21
2

LE
D

21
3

LE
D

21
4

LE
D

21
5

LE
D

21
6

LE
D

21
7

LE
D

21
8

LE
D

21
9

LE
D

22
0

LE
D

22
1

LE
D

22
2

LE
D

22
3

LE
D

22
4

LE
D

22
5

LE
D

22
6

LE
D

22
7

LE
D

22
8

LE
D

22
9

LE
D

23
0

LE
D

23
1

LE
D

23
2

LE
D

23
3

LE
D

23
4

LE
D

23
5

LE
D

23
6

LE
D

23
7

LE
D

23
8

LE
D

23
9

LE
D

24
0

LE
D

24
1

LE
D

24
2

CN1

CN2

CN3

CN4

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

4,
5

SWITCHING POWER SUPPLY LED module 1

CH1

CH2

+

CH1

CH2

+

–

+

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Final assembly of the module with
the breakaway mounting rail
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LED MODULES - CREE

LED MODULE CREE 250 x 500

• LED module designed for tube luminaires

• Excellent effi  cacy - 179 lm/W, CRI up to 90

• Optional - two indepentend channels for high variability of use

• Optional - EMERGENCY and STATUS channel

• LED arrangement ensures uniform light distribution

• CC driving 700–1400 mA (max. effi  ciency)

• Wago 2060 connectors for simple and fast assembly

• Lifetime L70 (30% lumen depreciation) 50.000 hours of operation

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

250 x 500 mm 230 g  -40°C to +85°C  -30°C to +45°C max. 70°C 80% 50.000 hours

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

700 mA 2.150 lm 17,2 VDC 179 lm/W 12,0 W

1400 mA 4.150 lm 18,4 VDC 161 lm/W 25.7 W

2 700 mA 4.300 lm 17,2 VDC 179 lm/W 24.0 W

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90).
To simplify installation of the module, additional breakaway mounting rail is on the longer side, which enables installation of the module with just 9 screws.

TRON 250x500-C-
VARIANT CODE SECOND CHANNEL DRIVING EMERGENCY CHANNEL

830 (warm white - 3.000K, CRI80) 000 (no second channel) CC (CURRENT 350–700 mA) E (yes)

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) 0 (no)

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

857 (cool white - 5.700K, CRI80)
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LED MODULES - CREE

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DETAILED SPECIFICATION

LEDS CREE XH-G

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 60+

CONNECTION 6S x 10P

CONNECTORS WAGO 2060

IP RATING IP00

125 95 10
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the breakaway mounting rail
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LED MODULES - LG

LED MODULE LG 40 x 280

• Linear LED module designed for tube luminaires

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Optional - two independent channels in 4S x 6P or 8S x 3P connection 
with the common positive terminal enabling high variability of use

• Two variants of driving – voltage driving: 24 VDC (max. universality), 
current driving: 350–700 mA (max. effi  cacy)

• Wago 2060 connectors for simple and fast assembly

• Lifetime L70 (30% lumen depreciation) 50.000 hours of operation

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

. 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

40 x 280 mm 40 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT

4S6P 350mA 725 lm 11 VDC 185 lm/W 3,85 W

8S3P 350 mA 1.345 lm 23 VDC 167 lm/W 8,05 W

4S6P 700 mA 1.345 lm 11,5 VDC 167 lm/W 8,05 W

VOLTAGE

4S6P 350 mA 725 lm 12 VDC 172 lm/W 4,2 W

8S3P 350 mA 1.345 lm 24 VDC 160 lm/W 8,4 W

4S6P 700 mA 1.345 lm 12 VDC 160 lm/W 8,4 W

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90).
Power consumption of the whole module can not exceed 10 W. Variant with 2 channels has max. power consumption 5 W per channel.

VARIANT CODE SECOND CHANNEL DRIVING CONNECTION

830 (warm white - 3.000K, CRI80) 000 (no second channel) CV (constant voltage) 4 (4S x 6P) - 12V DC

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) CC (350–700 mA) 8 (8S x 3P) - 24V DC

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

930 (warm white - 3.000K, CRI90) 857 (cool white - 5.700K, CRI80)

930 (warm white - 3.000K, CRI90)

TRON 40x280-L-
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LED MODULES - LG

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

SWITCHING POWER SUPPLY LED module 1 LED module 2

CH1

CH2

+

CH1

CH2

+

CH1

CH2

+

CH1

CH2

+

PARALLEL CONNECTION OF MODULES (MAX. 6)

–

+

LED module 6

CH1

CH2

+

CH1

CH2

+

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS59R80

BIN R (Gen 5)

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 24

CONNECTION 8S x 3P or 4S x 6P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULES - CREE

LED MODULE CREE 40 x 280

• Linear LED module designed for tube luminaires

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 165 lm/W, CRI up to 90

• Optional - two independent channels in 4S x 6P or 8S x 3P connection 
with the common positive terminal enabling high variability of use

• LED arrangement ensures uniform light distribution

• Two variants of driving – voltage driving: 24 VDC (max. universality), 
current driving: 350–700 mA (max. effi  cacy)

• Series connection of 6 LED modules

• Lifetime L70 (30% lumen depreciation) 70.000 hours of operation

• Suitable for industry applications

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

40 x 280 mm 40 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +85°C 80% 70.000 hours

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90).
Power consumption of the whole module can not exceed 10 W. Variant with 2 channels has max. power consumption 5 W per channel.

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

350mA 665 lm 11,5 VDC 165 lm/W 4,05 W

350 mA 1.250 lm 23,7 VDC 150 lm/W 8,3 W

700 mA 1.250 lm 11,85 VDC 150 lm/W 8,3 W

2 350 mA 1.330 lm 11,5 VDC 165 lm/W  8,1 W

VARIANT CODE SECOND CHANNEL DRIVING CONNECTION

830 (warm white - 3.000K, CRI80) 000 (no second channel) CV (constant voltage) 4 (4S x 6P) - 12V DC

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) CC (350–700 mA) 8 (8S x 3P) - 24V DC

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

857 (cool white - 5.700K, CRI80)

TRON 40x280-C-
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LED MODULES - CREE

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DETAILED SPECIFICATION

LEDS CREE XH-G

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 24

CONNECTION 8S x 3P or 4S x 6P

CONNECTORS WAGO 2060

IP RATING IP00
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PARALLEL CONNECTION OF MODULES (MAX. 6)
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LED MODULES - LG

LED MODULE LG 40 x 560

• Linear LED module designed for tube luminaires

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Optional - two independent channels in 8S x 6P connection 
with the common positive terminal enabling high variability of use

• Optional - EMERGENCY and STATUS channel

• Two variants of driving – voltage driving: 24 VDC (max. universality), 
current driving: 350–700 mA (max. effi  cacy)

• Wago 2060 connectors for simple and fast assembly

• Lifetime L70 (30% lumen depreciation) 50.000 hours of operation

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 40x560-L-

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

40 x 560 mm 80 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

350 mA 1.450 lm 22 VDC 185 lm/W 7,7 W

700 mA 2.690 lm 23 VDC 167 lm/W 16,1 W

2 350 mA 2.900 lm 22 VDC 185 lm/W 15,4 W

VOLTAGE
1

350 mA 1.450 lm 24 VDC 172 lm/W 8,4 W

700 mA 2.690 lm 24 VDC 160 lm/W 16,8 W

2 350 mA 2.900 lm 24 VDC 172 lm/W 16,8 W

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90).
Power consumption of the whole module can not exceed 20 W. Variant with 2 channels has max. power consumption 10 W per channel.

VARIANT CODE SECOND CHANNEL DRIVING EMERGENCY CHANNEL

830 (warm white - 3.000K, CRI80) 000 (no second channel) CC (CURRENT 350–700 mA) E (yes)

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) 0 (no)

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

857 (cool white - 5.700K, CRI80)

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
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Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

SWITCHING POWER SUPPLY LED module 1 LED module 2

CH1
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+
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+

PARALLEL CONNECTION OF MODULES (MAX. 3)

–

+

LED module 3
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Wiring diagram . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS59R80

BIN R (Gen 5)

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 48

CONNECTION 8S x 6P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULES - CREE

LED MODULE CREE 40 x 560

• Linear LED module designed for tube luminaires

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 165 lm/W, CRI up to 90

• Optional - two independent channels in 8S x 6P connection 
with the common positive terminal enabling high variability of use

• Optional - EMERGENCY and STATUS channel

• LED arrangement ensures uniform light distribution

• Two variants of driving – voltage driving: 24 VDC (max. universality), 
current driving: 350–700 mA (max. effi  cacy)

• Series connection of 3 LED modules

• Lifetime L70 (30% lumen deprectiation) 70.000 hours of operation

• Designed for industry applications

• Warranty 5 years

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 40x560-C-
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DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

40 x 560 mm 80 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +85°C 80% 70.000 hours

DRIVING NO. OF CHANNELS CURRENT PER CH. FLUX VOLTAGE EFFICACY POWER CONS.

CURRENT
1

350 mA 1.330 lm 23 VDC 165 lm/W 8,1 W

700 mA 2.500 lm 23,7 VDC 150 lm/W 16,6 W

2 350 mA 2.660 lm 23 VDC 165 lm/W 16,2 W

VOLTAGE
1

350 mA 1.330 lm 24 VDC 158 lm/W 8,4 W

700 mA 2.500 lm 24 VDC 148 lm/W 16,8 W

2 350 mA 2.660 lm 24 VDC 158 lm/W 16,8 W

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cacy are 10 % lower for CRI90).
Power consumption of the whole module can not exceed 20 W. Variant with 2 channels has max. power consumption 10 W per channel.

VARIANT CODE SECOND CHANNEL DRIVING EMERGENCY CHANNEL

830 (warm white - 3.000K, CRI80) 000 (no second channel) CC (CURRENT 350–700 mA) E (yes)

840 (neutral white - 4.000K, CRI80) 830 (warm white - 3.000K, CRI80) 0 (no)

857 (cool white - 5.700K, CRI80) 840 (neutral white - 4.000K, CRI80)

930 (warm white - 3.000K, CRI90) 857 (cool white - 5.700K, CRI80)

930 (warm white - 3.000K, CRI90)
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LED MODULES - CREE

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS CREE XH-G

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 48

CONNECTION 8S x 6P 

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULES - LG

LED MODULE LG 20x280-24

• Linear LED module designed for tube luminaries

• Zhaga, book 7 standard compatible

• Excellent effi  cacy - 184 lm/W, CRI up to 90

• Current driving

• 8S x 3P, 12S x 2P or 24S x 1P connection

• Designed for both parallel and series connection, can be combined 
with 20x560-48LG LED module

• WAGO 2060 connectors for simple and fast assembly

• Lifetime L70 (30 % lumen depreciation) 50.000 hours of operation

• Warranty 5 years

• Optional - variant with LED LEMWSC38

Technical parameters (LED LEMWS59)   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

20 x 280 mm 10 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

MODULE TYPE CONNECTION CURRENT FLUX VOLTAGE EFFICACY POWER CONS.

PS-20x280-24LG

8S x 3P
195 mA 775 lm 22,1 V 180 lm/W 4,3 W

390 mA 1.500 lm 23,2 V 166 lm/W 9,1 W

12S x 2P
130 mA 775 lm 33,1 V 180 lm/W 4,3 W

260 mA 1.500 lm 34,8 V 166 lm/W 9,1 W

24S x 1P
65 mA 775 lm 66,2 V 180 lm/W 4,3 W

130 mA 1.500 lm 69,6 V 166 lm/W 9,1 W

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cancy are 10 % lower for CRI90)
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Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 20x280-
LED FIRST CHANNEL PARALLEL AND SERIES CONNECTION

E (LED 3528) 830 (warm white - 3.000K, CRI80) 08S3P (8 LED seires, 3 parallel)

H (LED 5630) 840 (neutral white - 4.000K, CRI80) 12S2P (12 LED seires, 2 parallel)

857 (cool white - 5.700K, CRI80) 24S1P (24 LED seires, 1 parallel)

930 (warm white- 3.000K, CRI90)
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LED MODULES - LG

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

PS-20x280-24LG
+V

-V

-V

Example of parallel connection of 8Sx3P modules (max. 5 modules)
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+V

Example of connection of 3 (or more) modules that compensates for power losses 
of each module (losses are same at each one of modules)
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Example of series connection of 3 modules
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Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS38 or LEMWS59

VIEWING ANGLE 120°

NO. OF CHANNELS 1

LEDS PER CHANNEL 24

CONNECTION 8S x 3P, 12S x 2P, 24S x 1P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULES - LG

LED MODULE LG 20x280-36

• Linear LED module designed for tube luminaries

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Current driving

• 12S x 3P, 18S x 2P or 36S x 1P connection

• Designed for both parallel and series connection, can be combined 
with 20x650-72LG LED modules

• WAGO 2060 connectors for simple and fast assembly

• Lifetime L70 (30 % lumen depreciation) 50.000 hours of operation

• Warranty 5 years

• Optional - variant with LED LEMWSC38

Technical parameters (LED LEMWS59) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

20 x 280 mm 10 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

MODULE TYPE CONNECTION CURRENT FLUX VOLTAGE EFFICACY POWER CONS.

PS-20x280-36LG

12S x 3P
195 mA 1.175 lm 33,1 V 182 lm/W 6,5 W

390 mA 2.250 lm 34,8 V 166 lm/W 13,5 W

18S x 2P
130 mA 1.175 lm 49,7 V 182 lm/W 6,5 W

260 mA 2.250 lm 52,2 V 166 lm/W 13,5 W

36S x 1P
65 mA 1.175 lm 99,4 V 182 lm/W 6,5 W

130 mA 2.250 lm 104 V 166 lm/W 13,5 W

General parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cancy are 10 % lower for CRI90)
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Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 20x280-
LED FIRST CHANNEL PARALLEL AND SERIES CONNECTION

E (LED 3528) 830 (warm white - 3.000K, CRI80) 12S3P (12 LED seires, 3 parallel)

H (LED 5630) 840 (neutral white - 4.000K, CRI80) 18S2P (18 LED seires, 2 parallel)

857 (cool white - 5.700K, CRI80) 36S1P (36 LED seires, 1 parallel)

930 (warm white- 3.000K, CRI90)
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LED MODULES - LG

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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Example of connection of 3 (or more) modules that compensates for power losses
of each module (losses are same at each one of modules)
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Example of series connection of 3 modules
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Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

280

15 62.5

20

1 1

1 1

DETAILED SPECIFICATION

LEDS LEMWS38 or LEMWS59

VIEWING ANGLE 120°

NO. OF CHANNELS 1

LEDS PER CHANNEL 36

CONNECTION 12S x 3P, 18S x 2P or 36S x 1P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULES - LG

LED MODULE LG 20x560-48

• Linear LED module designed for tube luminaries

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 184 lm/W, CRI up to 90

• Current driving

• 8S x 6P, 16S x 3P, 12S x 4P, 24S x 2P or 48S x 1P LED connection

• Designed for both parallel and series connection, can be combined 
with 20x280-24LG LED modules

• WAGO 2060 connectors for simple and fast assembly

• Lifetime L70 (30 % lumen depreciation) 50.000 hours of operation

• Warranty 5 years

• Optional - variant with LED LEMWSC38

Technical parameters (LED LEMWS59) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

20 x 560 mm 20 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

MODULE TYPE CONNECTION CURRENT FLUX VOLTAGE EFFICACY POWER CONS.

PS-20x560-48LG

8S x 6P
390 mA 1550 lm 22,1 V 180 lm/W 8,6 W

780 mA 3000 lm 23,2 V 166 lm/W 18,1 W

16S x 3P
195 mA 1550 lm 44,2 V 180 lm/W 8,6 W

390 mA 3000 lm 46,4 V 166 lm/W 18,1 W

12S x 4P
260 mA 1550 lm 33,1 V 180 lm/W 8,6 W

520 mA 3000 lm 34,8 V 166 lm/W 18,1 W

24S x 2P
130 mA 1550 lm 66,2 V 180 lm/W 8,6 W

260 mA 3000 lm 69,6 V 166 lm/W 18,1 W

48S x 1P
65 mA 1550 lm 132 V 180 lm/W 8,6 W

130 mA 3000 lm 139 V 166 lm/W 18,1 W

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cancy are 10 % lower for CRI90)

. . 

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 20x560-
LED FIRST CHANNEL PARALLEL AND SERIES CONNECTION

E (LED 3528) 830 (warm white - 3.000K, CRI80) 08S6P (8 LED series, 6 parallel)

H (LED 5630) 840 (neutral white - 4.000K, CRI80) 16S3P (16 LED series, 3 parallel)

857 (cool white - 5.700K, CRI80) 12S4P (12 LED series, 4 parallel)

930 (warm white- 3.000K, CRI90) 24S2P (24 LED series, 2 parallel)

48S1P (48 LED series, 1 parallel)
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LED MODULES - LG

Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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Example of parallel connection of 8Sx6P version (max. 3 modules)
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Example of connection of 3 modules that balance/compensate for power losses/voltage 
drops of each PCB (losses/drops are same at each PCB).
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Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS38 or LEMWS59

VIEWING ANGLE 120°

NO. OF CHANNELS 1

LEDS PER CHANNEL 48

CONNECTION 8S x 6P to 48S x 1P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULE LG 20x560-72

• Linear LED module designed for tube luminaries

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Current driving

• 12S x 6P, 24S x 3P, 18S x 4P, 36S x 2P or 72S x 1P connection

• Designed for both parallel and series connection; can be combined 
with 20x280-36LG LED modules

• WAGO 2060 connectors for simple and fast assembly

• Lifetime L70 (30 % lumen depreciation) 50.000 hours of operation

• Warranty 5 years

• Optional - variant with LED LEMWSC38

Technical parameters (at Tc=25 °C; LED LEMWS59) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

20 x 560 mm 20 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

MODULE TYPE CONNECTION CURRENT FLUX VOLTAGE EFFICACY POWER CONS.

PS-20x560-72LG

12S x 6P
390 mA 2350 lm 33,1 V 182 lm/W 12,9 W

780 mA 4500 lm 34,8 V 166 lm/W 27,1 W

24S x 3P
195 mA 2350 lm 66,2 V 182 lm/W 12,9 W

390 mA 4500 lm 69,6 V 166 lm/W 27,1 W

18S x 4P
260 mA 2350 lm 49,7 V 182 lm/W 12,9 W

520 mA 4500 lm 52,2 V 166 lm/W 27,1 W

36S x 2P
130 mA 2350 lm 99,4 V 182 lm/W 12,9 W

260 mA 4500 lm 104 V 166 lm/W 27,1 W

72S x 1P
65 mA 2350 lm 198 V 182 lm/W 12,9 W

130 mA 4500 lm 209 V 166 lm/W 27,1 W

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 20x560-
LED FIRST CHANNEL PARALLEL AND SERIES CONNECTION

E (LED 3528) 830 (warm white - 3.000K, CRI80) 12S6P (12 LED series, 6 parallel)

H (LED 5630) 840 (neutral white - 4.000K, CRI80) 24S3P (24 LED series, 3 parallel)

857 (cool white - 5.700K, CRI80) 18S4P (18 LED series, 4 parallel)

930 (warm white- 3.000K, CRI90) 36S2P (36 LED series, 2 parallel)

72S1P (72 LED series, 1 parallel)

Note: Typical values for CRI80, 4000 K, 25 °C (fl ux and effi  cancy are 10 % lower for CRI90)
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Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

PS-20x560-72LG
+V

-V

-V

Example of parallel connection of 12Sx6P modules (max. 4 modules)

+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

Example of connection of 4 modules that compensates for power losses 
of each module (losses are same at each one of modules)

3x (-V)

PS-20x560-72LG
3x (+V)

Example of series connection of 3 modules

+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

PS-20x560-72LG
+V +V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

PS-20x560-72LG
+V

-V

+V

-V

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS38 or LEMWS59

VIEWING ANGLE 120°

NO. OF CHANNELS 1

LEDS PER CHANNEL 72

CONNECTION 12S x 6P to 72S x 1P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULE LG 24x280

• Linear LED module designed for tube luminaries

• Zhaga, Book 7 standard compatible

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Current driving

• Optional - 1 or 2 independent channels

• 8Sx3P or 24Sx1P connection

• Designed for both parallel and series connection, can be combined 
with 24x560 LG modules

• WAGO 2060 connectors for simple and fast assembly

• Lifetime L70 (30 % lumen depreciation) 50.000 hours of operation

• Optional - variant with LED LEMWSC38

Technical parameters (for 1 channel, LED LEMWS59)   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

24 x 280 mm 11 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

MODULE TYPE CONNECTION CURRENT FLUX VOLTAGE EFFICACY POWER CONS.

PS-24x280 LG

8S 3P
195 mA 785 lm 22 V 182 lm/W 4,3 W

390 mA 1503 lm 23,2 V 166 lm/W 8,6 W

24S 1P
65 mA 785 lm 66 V 182 lm/W 4,3 W

130 mA 1503 lm 69,6 V 166 lm/W 8,6 W

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Note: Typical values for CRI80, 4000 K, 25°C (lux and effi  cacy are 10 % lower for CRI90).
Power consumption of the whole module can not exceed 9,7 W. Variant with 2 channels has max. power consumption 4,9 W per channel.

.  
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Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TRON 24x280-
LED FIRST CHANNEL SECOND CHANNEL PARALLEL AND SERIES 

CONNECTION

E (LEMWS38 [3528]) 830 (warm white - 3.000K, CRI80) 830 (warm white - 3.000K, CRI80) 08S6P (8 LED series, 6 parallel)

H (LEMWS59 [5630]) 840 (neutral white - 4.000K, CRI80) 840 (neutral white - 4.000K, CRI80) 24S2P (24 LED series, 2 parallel)

857 (cool white - 5.700K, CRI80) 857 (cool white - 5.700K, CRI80)

930 (warm white - 3.000K, CRI90) 930 (warm white - 3.000K, CRI90)
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Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

PS-24x280-LGv2

+V1
+V2

-V1
-V2

Example of parallel connection of 8Sx6P modules (max. 4 modules)
+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+V1
+V2

-V1
-V2

Example of connection that compensates for power losses
+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+V1
+V2

-V1
-V2

Example of series connection
+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x280-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS38 or LEMWS59

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 24

CONNECTION 8S x 3P to 24S x 1P

CONNECTORS WAGO 2060

IP RATING IP00
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LED MODULE LG 24x560

• Linear LED module designed for tube luminaries

• Zhaga Book 7 standard compatible

• Excellent effi  cacy - 189 lm/W, CRI up to 90

• Current driving

• Optional – 1 or 2 independent channels

• 8S 6P, 16S 3P, 24S 2P or 48S 1P connection

• Designed for both parallel and series connection, can be combined 
with 24x280LG modules

• WAGO 2060 connectors for simple and fast assembly

• Lifetime L70 (30 % lumen depreciation) 50.000 hours of operation

• Optional - variant with LED LEMWSC38

Order code format . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters (for 1 channel, LED LEMWS59)   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

DIMENSIONS WEIGHT STORAGE TEMPERATURE AMBIENT TEMP. - TA OPERATING TEMP. - TC MAX. HUMIDITY LIFETIME L70

24 x 560 mm 20 g  -40 °C to +85°C  -30 °C to +45°C  -30 °C to +70°C 80% 50.000 hours

MODULE TYPE CONNECTION CURRENT FLUX VOLTAGE EFFICACY POWER CONS.

PS-24x560 LG

8S 6P
390 mA 1570 lm 22 V 182 lm/W 8,6 W
780 mA 3006 lm 23,2 V 166 lm/W 17,2 W

24S 2P
130 mA 1570 lm 66 V 182 lm/W 8,6 W
260 mA 3006 lm 69,6 V 166 lm/W 17,2 W

16S 3P
195 mA 785 lm 44 V 182 lm/W 8,6 W
390 mA 1503 lm 46,4 V 166 lm/W 17,2 W

48S 1P
130 mA 1570 lm 132 V 182 lm/W 8,6 W
260 mA 3006 lm 139,2 V 166 lm/W 17,2 W

General parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Note: Typical values for CRI80, 4000 K, 25°C (lux and effi  cacy are 10 % lower for CRI90)
Power consumption of the whole module can not exceed 10 W. Variant with 2 channels has max. power consumption 5 W per channel.

TRON 24x280-
LED FIRST CHANNEL SECOND CHANNEL PARALLEL AND SERIES 

CONNECTION

E (LEMWS38 [3528]) 830 (warm white - 3.000K, CRI80) 830 (warm white - 3.000K, CRI80) 08S6P (8 LED series, 6 parallel)

H (LEMWS59 [5630]) 840 (neutral white - 4.000K, CRI80) 840 (neutral white - 4.000K, CRI80) 16S3P (16 LED series, 3 parallel)

857 (cool white - 5.700K, CRI80) 857 (cool white - 5.700K, CRI80) 24S2P (24 LED series, 2 parallel)

930 (warm white - 3.000K, CRI90) 930 (warm white - 3.000K, CRI90) 48S1P (48 LED series, 1 parallel)

.
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Detailed specifi cation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

PS-24x560-LGv2

+V1
+V2

-V1
-V2

Example of parallel connection of 8Sx6P modules (max. 2 modules)
+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x560-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x560-LGv2

+V1
+V2

-V1
-V2

-V1
-V2

Example of connection that compensates for power losses
+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x560-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x560-LGv2

+V1
+V2

-V1
-V2

Example of series connection
+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x560-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

PS-24x560-LGv2

+CH1
+CH2

-CH1
-CH2

+CH1
+CH2

-CH1
-CH2

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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DETAILED SPECIFICATION

LEDS LEMWS38 or LEMWS59

VIEWING ANGLE 120°

NO. OF CHANNELS 2

LEDS PER CHANNEL 48

CONNECTION 8S x 3P to 48 x 1P

CONNECTORS WAGO 2060

IP RATING IP00
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CONTROL ELECTRONICS

TR LED 
Touch dimmer

• Brightness control of LED ribbon

• Direct installation into AL LED profi le with LED ribbon

• Simple, reliable and convenient control

• Capacitive sensor technology

• Short press to turn on/off

• Long press to adjust brightness range 0–100%

• Aesthetic and hidden control

• Installation by 3M double-sided tape on linear diffuser, 
the tape is included

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE INPUT VOLTAGE MAX. OUTPUT CURRENT MAX. OUTPUT BRIGHTNESS 
CONTROL RANGE DIMENSIONS OPERATING 

TEMPERATURE RANGE

00202143 9 – 24 VDC 2 A 48 W 0 – 100 % 45 x 10 mm -25 °C to +45 °C

VOLTAGE SUPPLY 9-24 VDC

TOUCH DIMMER 9-24 VDC

LIGHT FIXTURE 9-24 VDC

VOLTAGE
DRIVING
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Voltage to current
CONVERTER

• Voltage to current converter for driving of CC light fi xture

• Adjustable output current

• Input for PWM control signal

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram of light fi xture . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE INPUT VOLTAGE OUTPUT CURRENT MAX. POWER 
CONSUMPTION OUTPUT VOLTAGE EFFICIENCY DIMENSIONS

OPERATING 
TEMPERATURE 

RANGE

00202841 9 – 60 VDC 350, 500, 700, 1000 mA 60 W 9 – 57 VDC up to 97 % 32,5 x 63,5 x 15 mm -25 °C to +45 °C

1. No PWM module 

Wiring diagram without PWM module - output of the driver has constant current of 350 mA, 500 mA or 1 A (depends 
on the converter setting in the production).

VOLTAGE SUPPLY 9-60 VDC

CONVERTER 9-60 VDC

LIGHT FIXTURE 9-24 VDC

CURRENT
DRIVING

re
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3. PWM control for light fi xture to 60 VDC

If the light fi xture requires higher supply voltage than max. allowed voltage of PWM dimmer, separated power supplies 
are used. First supply is to 28 VDC and the second is to 60 VDC.

VOLTAGE SUPPLY 9-28 VDC

VOLTAGE SUPPLY 9-28 VDC

CONVERTER 9-60 VDC

PWM DIMMER 9-28 VDC

LIGHT FIXTURE 9-60 VDC

CURRENT
DRIVING

2. PWM control for light fi xture to 28 VDC

The common supply to 28 VDC is used for lighting fi xture and PWM dimmer.

VOLTAGE SUPPLY 9-28 VDC

CONVERTER 9-60 VDC

PWM DIMMER 9-28 VDC

LIGHT FIXTURE 9-28 VDC

CURRENT
DRIVING

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
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Single channel
PWM dimmer

• Single channel PWM dimmer with rotary knob 
for manual control of brightness

• Pulse Width Modulation (PWM)

• Dimmer designed for the control of LED ribbon 
brightness or other LED panels driven by SELV or PELV 
voltage supply

ORDER CODE INPUT VOLTAGE MAX. OUTPUT CURRENT MAX. POWER 
CONSUMPTION

BRIGHTNESS RANGE 
CONTROL DIMENSIONS OPERATING 

TEMPERATURE RANGE

00203440* 9 – 28 VDC 10 A 280 W 0 – 100 % 81 x 81 x 33 mm -25 °C to +45 °C

00202474** 9 – 28 VDC 10 A 280 W 0 – 100 % 50 x 40 x 30 mm -25 °C to +45 °C

VOLTAGE SUPPLY 9-28 VDC

PWM DIMMER 9-28 VDC

VOLTAGE
DRIVING

LIGHT FIXTURE 9-28 VDC

* Version in the LK80X16T installation box
** Version without installation box

Power supply must be confi gured 
according to voltage and power 
of the used light fi xture.

Smooth control of the brightness 
is ensured by the microprocessor with
the fi rmware that handles specifi c 
properties of LEDs. The result is nearly 
linear brightness control. The intensity 
grows steadily when turning the rotary 
knob from 0% (left position) to 100% 
(right position). Controller cannot 
be used for the control of devices 
other than LEDs (e.g. motors).

Dimmer is designed for installation
into universal box (e.g. KU 68-1901) 
or into installation box (e.g. LK 80/T).
Diameter of the shaft of the poten-
tiometer is 6 mm. Dimmer can be 
supplied without the box or according 
to the requirements installed in the box.

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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EFFECT 
Potentiometer

• Single channel dimmer with rotary knob for manual 
control

• Designed for intensity control of light fi xture driven 
by Mean Well dimmable LED power supply

• Designed for the connection to single Mean Well 
power supply (on the request can be designed 
for the connection to multiple MW power supplies)

ORDER CODE OUTPUT BRIGTHNESS RANGE 
CONTROL DIMENSIONS OPERATING 

TEMPERATURE RANGE

00203114 DIM+, DIM- 10 – 100 % 81 x 81 x 33 mm -25 °C to +45 °C

DIMMING

LIGHT FIXTURE

Technical parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Note: Version in the LK80X16T installation box
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SUNRICHER CONTROLLERS

PWM EFFECT
RECEIVER
TRE-P3-0203-5-RGB

• Intelligent RF PWM RGB receiver

• Learn mode

• 3 channels

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS MAX. NO. OF CONTROLLERS PER RECEIVER

00203204 SR-1005 FA 12–36 VDC 3x5 A 3x(60–180) W 46x178x18 mm 8

VOLTAGE SUPPLY 12–36 VDC

SR-1005FA
EASY RGB-CONTROLLER

110V–230VAC
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SUNRICHER CONTROLLERS

EFECT RGB touch TRANSMITTER

TRE-V3-0203-RGB

• Intelligent RF RGB controller

• Learn mode

• 2 zones/3 channels

ORDER CODE PART NUMBER VOLTAGE FREQUENCY DRIVING DIMENSIONS

00203203 SR-2809 3.6 VDC 868 MHz charging via USB 41x115x8 mm

Compatible transmitters/controllers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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SUNRICHER CONTROLLERS

EFECT RGBW
RECEIVER
TRE-P6-0104-8-RGBW

• Intelligent RF PWM RGBW receiver

• Learn mode

• 4 zones/4 channels

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS MAX. NO. OF CONTROLLERS PER RECEIVER

00203946 SR-1009 EA 12–36 VDC 4x8 A 4x(96-288) W 58X168X28 mm 8

VOLTAGE SUPPLY 12–36 VDC

SR-1009FA
LED CONTROLLER

LEARNING KEY

110V–230VAC
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SUNRICHER CONTROLLERS

EFECT RGBW touch TRANSMITTER

TRE-V6-0404-RGBW

• Intelligent RF PWM RGBW controller

• Learn mode

ORDER CODE PART NUMBER VOLTAGE FREQUENCY DRIVING DIMENSIONS

00203947 SR-2819S 3,6 VDC 868 MHz 3xAAA baterie 48x140x16 mm

Compatible transmitters/controllers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
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EFFECT POWER
REPEATER
TRE-Z-0104-8

• PWM power module for power output 
expansion – addition of another voltage supply

• Designed for RGBW and single-channel sets, 
12–24 VDC, maximum 4 A per channel output 
(parallel connection of inputs and outputs – 
max. 12 A)

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS

00203339 SR-3002 12-36 VDC 3/4x8 A 3/4x(96–288) W 59x29x170 mm

POWER SUPPLY 12–36 VDC

RECEIVER
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110V–230VAC
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SUNRICHER CONTROLLERS

EFFECT POWER
REPEATER
TRE-Z-0104-24

• PWM power repeater for power output 
expansion - addition of another power supply

• Designed for single channel sets

• 1x input, 1x output

• 12–24 VDC, max. 24 A

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS

00204027 SR-3003 12–24 VDC 1x24 A 1x(288–576) W 150x54x32.5 mm

VOLTAGE SUPPLY 12–24 VDC

SR-3003
POWER REPEATER

LED-Dimmer
1–10 V

CONTROL
UNIT

AC 110–230V

VOLTAGE SUPPLY 12–24 VDC
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SUNRICHER CONTROLLERS

RF RECEIVER
TRE-P1-0104-8

• Intelligent RF receiver

• Learn mode

• 4 channels

• Push dim input

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS MAX. NO. OF CONTROLLERS PER RECEIVER

00203205 SR-2501 NEA 12–36 VDC 4x8 A 4x(96–288) W 58x168x28 mm 8

POWER SUPPLY 12–36 VDC

4x8 A

110 V–230VAC

• • •  SINGLE COLOR LED STRIP

• • •  SINGLE COLOR LED STRIP

• • •  SINGLE COLOR LED STRIP

• • •  SINGLE COLOR LED STRIP
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• • •

POWER SUPPLY 12–36 VDC

1x32 A

110 V–230VAC

SR-2501N
RF Easy Dimmer

LEARNING KEY
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SUNRICHER CONTROLLERS

REMOTE CONTROLLER
TRE-V1-0104-CH

• Intelligent RF remote 
controller

• Learn mode

• 1 zone / 4 independent 
channels

REMOTE CONTROLLER
TRE-V1-0101-S

• Intelligent RF remote controller – 
table laying panel

• Dimming and switch 
ON/OFF functions

• Learn mode

• 1 zone/ 1 or 4 synchronous 
channels

REMOTE CONTROLLER
TRE-V1-0401-Z

• Intelligent RF remote 
controller

• Learn mode

• 4 zones/ 1 or 
4 synchronous channels

REMOTE CONTROLLER
TRE-V1-1001

• Intelligent RF remote 
controller

• Learn mode

• 10 zones/ 1 or 
4 synchronous channels

REMOTE CONTROLLER
TRE-V1-0101-K

• Intelligent RF remote controller – 
wall panel dimmer

• Dimming and switch

• ON/OFF functions

• Learn mode

• 1 zone/ 1 or 4 synchronous 
channels

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Compatible transmitters/controllers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

. . . . . . . . ... .. . . . .... ... ... ... .... ... ... ... . .. . .. . .. ... . ... .. .. . .... .. .. . . .. .. ..... .. .. . . . . . . . . .. .. . . . .... ... ... ... . . .. ... ... ... . .. . .. . . .. . ... .. . .. .... ... . .. . .. .. . ... 

. . . . . . . . ... . . . . . . . . ... . .. .. .. .. .. .. ... . . . . . . . .. . ...... .... ... ....... ...... . .... . . ... . .. . . .. 

TECHNICAL SPECIFICATIONS

ORDER CODE 00203206

PART NUMBER SR-2801E

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 40x137x12 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203211

PART NUMBER SR-2805D

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 65x96x80 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203207

PART NUMBER SR-2801F

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 39x137x11 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203208

PART NUMBER SR-2802

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 40x137x11.5 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203210

PART NUMBER SR-2805R

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 86x86x41 mm
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SUNRICHER CONTROLLERS

RF RECEIVER
TRE-P1-0101-8

• Intelligent RF receiver

• Learn mode

• 1 channel

• Push dim input

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS MAX. NO. OF CONTROLLERS PER RECEIVER

00203212 SR-2501 NS 12–36 VDC 8A 96–288 W 37x95x20 mm 8

POWER SUPPLY 12–36 VDC

1x8 A

110 V–230VAC

SR-2501NS
LED Dimmer

LEARNING KEY

+
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+
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SUNRICHER CONTROLLERS

REMOTE CONTROLLER
TRE-V1-0401-Z

• Intelligent RF remote 
controller

• Learn mode

• 4 zones/ 1 or
4 synchronous channels

REMOTE CONTROLLER
TRE-V1-1001

• Intelligent RF remote 
controller

• Learn mode

• 10 zones/ 1 or
4 synchronous channels

REMOTE CONTROLLER
TRE-V1-0101-S

• Intelligent RF remote controller 
– table laying panel

• Dimming and switch ON/OFF 
functions

• Learn mode

• 1 zone/ 1 or 4 synchronous 
channels

REMOTE CONTROLLER
TRE-V1-0101-K

• Intelligent RF remote controller 
– wall panel dimmer

• Dimming and switch ON/OFF 
functions

• Learn mode

• 1 zone/ 1 or 4 synchronous 
channels

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Compatible transmitters/controllers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

. . . . . . . . ... .. . . . .... ... ... ... .... ... ... ... . .. . .. . . ... . ... .. .. . .... ... .. . . .. .. ..... .. .. . . . . . . .. ........ . .. .. . . .. .. . .. ... .. . .. . . . . . . . . .... ... .... ... .. ... ..... . . . . .. . .. . .

TECHNICAL SPECIFICATIONS

ORDER CODE 00203207

PART NUMBER SR-2801F

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 39x137x11 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203208

PART NUMBER SR-2802

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 40x137x11.5 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203211

PART NUMBER ST2805R

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 65x96x80 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203210

PART NUMBER SR-2805D

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 86x86x41 mm
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SUNRICHER CONTROLLERS

RF WW+CW
RECEIVER
TRE-P4-0102-8-CW/W

• Intelligent RF receiver for white colour 
temperature adjusting – WW+CW

• Learn mode

• 2+2 channels

Technical parameters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Wiring diagram  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

ORDER CODE PART NUMBER INPUT VOLTAGE CURRENT OUTPUT DIMENSIONS MAX. NO. OF CONTROLLERS PER RECEIVER

00203213 SR-2501 MEA 12–36 VDC 4x8 A 4x(96–288) W 58x168x28 mm 8

POWER SUPPLY 12–36 VDC

4x8 A

110 V–230VAC

• • •  WW LED STRIP

• • •  CW LED STRIP

• • •  WW LED STRIP

• • •  CW LED STRIP

SR-2501M
RF Easy Dimmer

PUSH

LEARNING KEY
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POWER SUPPLY 12–36 VDC

2x16 A

110 V–230VAC

• • •  WW LED STRIP

• • •  CW LED STRIP
SR-2501M

RF Easy Dimmer

PUSH
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SUNRICHER CONTROLLERS

REMOTE CONTROLLER
TRE-V4-0602-CW/W-Z

• Intelligent RF remote 
controller

• White colour temperature 
adjusting

• Learn mode

• 6 zones / 2 inverse 
channels (WW+CW)

REMOTE CONTROLLER
TRE-V4-0102-CW/W-B

• Intelligent RF remote 
controller

• White colour temperature 
adjusting

• Learn mode

• 6 possible settings / 
1 zone / 2 inverse channels 
(WW+CW)

Compatible transmitters/controllers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TECHNICAL SPECIFICATIONS

ORDER CODE 00203217

PART NUMBER SR-2803B

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2032 battery

DIMENSIONS 39x137x11 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203218

PART NUMBER SR-2803C

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2032 battery

DIMENSIONS 39x137x11 mm

REMOTE CONTROLLER
TRE-V1-0101-S

• Intelligent RF remote controller 
– table laying panel

• Dimming and switch ON/OFF 
functions

• Learn mode

• 1 zone/ 1 or 4 synchronous 
channels

REMOTE CONTROLLER
TRE-V1-0101-K

• Intelligent RF remote controller 
– wall panel dimmer

• Dimming and switch ON/OFF 
functions

• Learn mode

• 1 zone/ 1 or 4 synchronous 
channels

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TECHNICAL SPECIFICATIONS

ORDER CODE 00203211

PART NUMBER ST2805R

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 65x96x80 mm

TECHNICAL SPECIFICATIONS

ORDER CODE 00203210

PART NUMBER SR-2805D

VOLTAGE 3 VDC

FREQUENCY 434 MHz/868 MHz

DRIVING CR2025 battery

DIMENSIONS 86x86x41 mm
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DISTRIBUTION
ACTIVITIES
We work with leading suppliers



DISTRIBUTION – POWER SUPPLIES

Mean Well Enterprises Co, Ltd. is one of the leading manufacturers of power switching supplies in Taiwan. 
The company was founded in 1982 and in 1994 gained ISO-9001 certifi cation. Product lines include AC/DC 
switching supplies, DC/DC converters, DC/AC inverters and battery chargers.
For better and more effective services to European customers, Mean Well Europe was established in 2006 
in Netherlands as sales and customer support center.

In 2012 TRON ELECTRONIC DEVICES s.r.o. was asked to establish long-term cooperation with Mean Well 
in the Czech Republic and on adjacent markets. TRON became the offi  cial distributor with its own warehouse 
and expanded its range of goods with every product of Mean Well company.

TRON adopted common goals and visions of Mean Well such as delivery of reliable high-quality products 
and maximal satisfaction of customers. Thanks to the suffi  cient capacity of TRON warehouse the orders 
on the products of Mean Well are dispatched with short delivery times.

Every product of Mean Well is the result of rigid procedure governing its design, design verifi cation test (DVT),
design quality test (DQT), component selection and pilot-run production. Only after all tests are carried out 
is the product ready for mass production and consequently for sale.

Complete product line can be found on www.tron.cz

MEAN WELL

About company . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Product lines of Mean Well   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

AC/DC DC/DC CONVERTERS DC/AC INVENTERS

ENCLOSED TYPE
15 W to 9000 W

LED SUPPLIES
(Higher IP rating)

12 W to 320 W

Chargers
30 W to 1000 W MODULE TYPE MODIFIED SINE WAVE

 DIN Rails
10 W to 960 W

MODULAR SUPPLIES
450 W to 1000 W

ADAPTORS
6 W to 220 W ON BOARD TRUE SINE WAVE

OPEN FRAME
5 W to 250 W

 RACK 19“ POWER
1000 W to 18000 W

SPECIFIC PURPOSE
SUPPLIES PCB

ACCESSORIES LED ACCESSORIES ENCLOSED TYPE
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DISTRIBUTION - LEDS

CREE Inc. was founded in 1987 in South Carolina, USA. Since its foundation the company has been the market 
leader in LED lighting components, LED lighting, and semiconductor solutions. 

Since the development of fi rst diodes and their introduction to the market the parameters of products have 
been continuously improving and their applications have been expanding. From types suitable for interior 
lighting have evolved series of LEDs used also for exteriors - street lighting, advertising and decorative 
lighting. Cree expanded its portfolio by acquisition of Ruud Lighting, Inc., market leader in outdoor lighting. 
Since March 2013 Cree has been also producing its own LED bulbs.

TRON ELECTRONIC DEVICES s.r.o became the offi  cial distributor of CREE products in 2008 and since 2013, 
on the basis of excellent business results and good cooperation, has been included in the prestigious CREE 
Solution Provider Program. 

CREE

About company . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Selected CREE products with parameters   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

TYPE DIMENSIONS
(mm)

LUMINOUS EFFICACY
(NOMINAL CURRENT)

(lm/W)

LUMINOUS FLUX
(NOMINAL CURRENT)

(lm)

MAX. POWER 
CONSUMPTION

(W)

XH-G 3x3 186 26,8 1

MHB-A 5x5 143 550 7

MHD-E 7x7 143 970 13

MHD-G 7x7 134 1590 19

XB-D 2,45x2,45 128 122 3

XB-H 2,45x2,45 148 260 5

XT-E 3,45x3,45 164 156 5

XP-G2 3,45x3,45 167 515 5

XM-L2 5x5 186 420 10

XHP35 3,45x3,45 124 635 13

XHP50 5x5 134 1040 20

XHP70 7x7 132 1710 30

CXB1304 13,35x13,35 153 510 10

CXB1507 15,85x15,85 162 1040 14

CXB1512 15,85x15,85 163 1830 22

CXB1816 17,85x17,85 154 2260 34

CXB1820 17,85x17,85 166 2990 40

CXB1830 17,85x17,85 162 4230 53

CXB2530 23,85x23,85 162 4230 61

CXB2540 23,85x23,85 157 5590 79

CXB3050 27,35x27,35 163 7390 93

CXB3070 27,35x27,35 161 10000 107

CXB3590 34,95x34,95 162 13000 137
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NOTES
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TRON ELEKTRONICKÉ SOUČÁSTKY, S.R.O.
KARÁSEK 1J
621 00  BRNO - ŘEČKOVICE
CZECH REPUBLIC

+420 541 420 720, INFO@TRON.CZ
WWW.TRON.CZ


